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TOWN OF FORT MILL 
HISTORIC REVIEW BOARD MEETING 

June 14, 2016 
215 Main Street (SPRATT BUILDING) 

4:30 PM 
 

AGENDA 
 
CALL TO ORDER 
 
APPROVAL OF MINUTES 
 

1. HRB Meeting: May 10, 2016      [Page 2-3] 
 
NEW BUSINESS 

 
1. Request for Certificate of Appropriateness        [Pages 4-7] 
 

Applicant Name:  Lynn Blackwell 
Owner Name:  223 Main LLC 
Property Address:  223 Main Street 
Purpose: Request to approve exterior improvements to the rear façade 

of the building (windows) 
Zoning:   LC / Historic 
 

2. Request for Preliminary Certification (Bailey Bill)       [Pages 8-67] 
 

Applicant Name:  Kuester Development Associates / Chip Smith 
Owner Name:  Process Properties LLC 
Property Address:  100 & 102 Main Street 
Purpose: Request to approve preliminary certification for the 

proposed rehabilitation of 100 & 102 Main Street (Centre 
Theatre) 

Zoning:   LC / Historic 
 

ADJOURN 
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MINUTES 
TOWN OF FORT MILL 

HISTORIC REVIEW BOARD MEETING 
May 10, 2016 

Town Hall, 112 Confederate Street 
4:30 PM 

 
 

Present: Louis Roman, Nik Radovanovic, Carolyn Blair (4:35), Melissa White, Chip 
Heemsoth, Assistant Planner Chris Pettit, Planning Director Joe Cronin 

 

Absent:  Jonathan Mauney, Dan Dodd 
 

Guests: Chris Mannix (Kuester), Brian Tye (Overcash Demmitt Architects) 
 
CALL TO ORDER 
 

Chairman Roman called the meeting to order at 4:34 p.m.  
 

APPROVAL OF MINUTES 
 

Mr. Heemsoth made a motion to approve the minutes from the March 8, 2016 meeting as 
presented, with a second by Ms. White. The minutes were approved by a vote of 4-0. 
 

OLD BUSINESS 
 
Carolyn Blair arrived at 4:35, prior to the discussion of Old Business Item #1. 

 
1. Request for Certificate of Appropriateness:  100 & 102 Main Street:  Assistant Planner 

Pettit provided a brief overview of the request, the purpose of which was to approve the 
design concept for the proposed renovation work at 100 & 102 Main Street (old Centre 
Theatre).  Mr. Pettit noted that the applicant would be requesting full design approval 
during the preliminary certification process for the Bailey Bill tax credits.   
 
Chris Mannix with Kuester provided an overview of the proposed design concept and 
rehabilitation work.  In discussion of the front Main Street façade, Mr. Mannix noted that 
the design would bring back the original brick getting rid of the stucco as well as bringing 
back the historical marquee type signage on the front.  The board discussed the proposed 
marquee signage, noting that it brought back the historical context to the building.  Mr. 
Mannix mentioned that the sign company was creating the sign off of historical 
photographs of the old Centre Theatre.     
 
Chairman Roman briefly discussed the significance for the project as a key focal point of 
the downtown and praised the designers for their work thus far. 
 
Mr. Radovanovic questioned the outdoor patio space and how hospitable it may be.  Mr. 
Mannix noted that the potential tenants of the building will find that space very important 
and the need to make it hospitable/accommodating is crucial.  Mr. Radovanovic mentioned 
that people are what makes the space, so everything possible should be done to make it a 
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place for people to congregate.  Further discussions occurred about how to make the space 
desirable for the public. 
 
Ms. Blair made a motion to approve the concept of the proposed renovation to 100 to 102 
Main Street as presented at the meeting.  Ms. Radovanovic seconded the motion.  The 
motion was approved by a vote of 5-0.  
  

ITEMS FOR INFORMATION / DISCUSSION 
 
Assistant Planner Pettit discussed the first draft of the Historic District Design Guidelines as 
prepared by Winter and Company, asking members of the board for any discussion of comments 
on the draft.  Ms. White applauded the use of graphics and pictures as it made the draft 
approachable.  Mr. Radovanovic noted the length of the draft seems unapproachable at first, but 
the way the draft is laid out provides clear guidance for an applicant as to what sections apply and 
what sections do not which assists in making the document usable/friendly.  Ms. Blair made the 
point that a lot of the pictures were not from Fort Mill and requested that the pictures be annotated 
as far as where they are taken from.  Chairman Roman made the comment that the draft meets the 
expectations he had for what to expect, noting that if the guidelines were followed then applicants 
should not have a problem getting projects approved.  Mr. Pettit noted that over time, as staff 
becomes more comfortable and knowledgeable with the guidelines, there should be no problem 
guiding applicants toward projects that shouldn’t have a problem getting approved. 
 
Chairman Roman asked the board to continue to read and review the draft and to provide any 
further comments to staff.   
 
Mr. Heemsoth questioned whether the HRB fencing approval at the armory, on the Elliott Street 
side, required the fence to have the green slats, to which Ms. Blair noted that it was discussed but 
not required. 
 
There being no further business, the meeting was adjourned at 5:05 p.m. 

Respectfully submitted,  

Chris Pettit, AICP 
Assistant Planner 
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Revised Submission:  May ‘16 
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OLD CENTRE THEATRE REHABILITATION – 
CONSTRUCTION DOCUMENTS 



GENERAL NOTES
1. DO NOT SCALE DRAWINGS.  WRITTEN

DIMENSIONS GOVERN. IF DIMENSIONS ARE IN
QUESTION OBTAIN CLARIFICATION FROM
ARCHITECT.

2. ALL DIMENSIONS ARE GIVEN TO FACE OF
MASONRY WALLS, FACE OF STUD, AND
CENTERLINE OF STRUCTURAL COLUMNS, UNO.
ALL DIMENSIONS MARKED "CLEAR" SHALL BE
MAINTAINED.

3. "ALIGN" SHALL MEAN TO ACCURATELY LOCATE
FINISH FACES IN THE SAME PLANE.

4. "SIMILAR" MEANS COMPARABLE
CHARACTERISTICS FOR THE CONDITIONS
NOTED.  VERIFY DIMENSIONS AND
ORIENTATION ON PLANS AND ELEVATIONS

5. FULL NFPA 13 SPRINKLER SYSTEM SHALL BE
INSTALLED THROUGH-OUT ENTIRE BUILDING AS
PART OF THIS RENOVATION. THIS AREA SHALL
INCLUDE CURRENTLY OCCUPIED AREA OUTSIDE
OF EXISTING THEATER SPACE AS WELL AS
THEATER SPACE SHOWN ON PLANS

SYMBOLS LEGEND

DETAIL TARGET

ELEVATION TARGET

SECTION TARGET

DOOR NUMBER

STOREFRONT TAG

ROOM NAME AND
FINISH NUMBER

INTERIOR WALL TYPE

COLUMN/REFERENCE
GRID IDENTIFICATION

BEARING OR FLOOR ELEVATION

ASSEMBLY TAG, SEE WALL, ROOF
AND FLOOR SYSTEM SHEETS

KEYNOTE TAG

FINISH TAG

TOILET ACCESSORY TAG

A101

1 Ref

1

R
e
f

1 Ref

1

R
e
f

101A

1

AE101

SIM

T1.18

ROOM

NAME

101

AE101

1 SIM

1i

col

1i

WS-01

W-BRKS

T1

GLASS TYPEG1

VICINITY MAP

DEMOLITION GENERAL NOTES

1. DASHED LINES INDICATE ITEMS TO BE DEMOLISHED.
2. WHERE BUILDING ELEMENTS NOT SPECIFIED TO BE REMOVED

OBSTRUCT DEMOLITION OR ALTERATIONS CALLED FOR, G.C. SHALL
NOTIFY ARCHITECT AND OWNER BEFORE PROCEEDING.

3. THE GENERAL CONTRACTOR SHALL FIELD VERIFY ALL EXISTING
CONDITIONS AND NOTIFY THE ARCHITECT OF ANY DISCREPANCIES
WITH THE DRAWINGS, PRIOR TO BEGINNING ANY WORK OR ORDERING
ANY MATERIALS.

4. ALL BUILDING COMPONENTS AND FINISHES WHICH ARE TO REMAIN IN
PLACE SHALL BE PROTECTED FROM DAMAGE, AND IF DAMAGED, SHALL
BE REPAIRED OR REPLACED AT NO COST TO THE OWNER.

5. ALL NEW OPENINGS IN FIRE RATED ASSEMBLIES SHALL CONFORM TO
THE CURRENT NC BLDG CODE AS WELL AS OTHER APPLICABLE
CODES.

6. COORDINATE ALL ACCESS POINTS WITH THE OWNER PRIOR TO
BEGINNING ANY WORK.

7. PATCH AND REPAIR ALL EXISTING CEILINGS, PARTITIONS AND FLOORS
DISTURBED FOR NEW WORK AND FINISHES.

8. REMOVE FROM SITE AS SOON AS POSSIBLE ALL DEMOLISHED
MATERIALS, DEBRIS AND RUBBISH. DO NOT ACCUMULATE DEBRIS ON
THE FLOOR OR AT THE SITE.

9. THE ARCHITECT AND ENGINEERS HAVE MADE A REVIEW OF THE
EXISTING CONDITIONS, BUT IT IS THE RESPONSIBILITY OF THE GENERAL
CONTRACTOR AND ALL TRADES CONCERNED TO VERIFY ACTUAL
CONDITIONS AND DETAILS THAT WILL AFFECT NEW WORK AND TO
NOTIFY THE ARCHITECT OF ANY DISCREPANCIES BEFORE BEGINNING
ANY DEMOLITION OR CONSTRUCTION WORK.

10. REMOVE EXISTING WALLS, DOORS, FLOORING AND CEILING FINISHES
BACK TO BASE BUILDING SURFACES AS INDICATED.

11. PATCH EXISTING FLOOR, WALL AND CEILING SURFACES IN AREA OF
DEMOLITION AS NEEDED TO RECEIVE NEW FINISHES.

12. AFTER REMOVAL OF PLUMBING LINES ETC. FILL ALL OPENINGS IN
CONCRETE FLOOR WITH CONCRETE PATCHES. MAINTAIN REQUIRED
FIRE RATING.

13. FIRE ALARM SYSTEM IN OCCUPIED PORTIONS OF BUILDING TO REMAIN
OPERATIONAL DURING CONSTRUCTION.

14. DEMOLITION OF PARTITIONS WITH ELECTRICAL DEVICES TO BE
COORDINATED WITH ELECTRICAL CONTRACTOR. ELECTRICAL
TERMINATIONS TO BE PERFORMED BY ELECTRICAL CONTRACTOR.

15. WHERE EXISTING ELECTRICAL IS PERMANENTLY REMOVED, ALL
ASSOCIATED BOXES, DEVICES AND WIRING TO BE REMOVED BACK TO
SOURCE. EXISTING CONDUIT THAT IS NOT ACCESSIBLE TO BE
ABANDONED AFTER IT IS STRIPPED OF ALL WIRING.

16. GC IS RESPONSIBLE FOR REPAIR/ REINSTALLATION OF ANY MECH,
ELECT, AUDIO VISUAL, FIRE PROTECTION EQUIPMENT, ETC. THAT IS
DAMAGED OR TEMPORARILY REMOVED DURING DEMOTION.

17. GC IS RESPONSIBLE FOR VERIFICATION OF ALL EXISTING CONDITIONS.
NOTIFY ARCH IF DISCREPANCIES ARE FOUND.

18. GC IS RESPONSIBLE FOR VERIFICATION AND PROPER RETENTION OF
ALL EXISTING FIRE RATED STRUCTURE, WALLS, FLOORS, ETC WITH-IN
SCOPE OF WORK. REPAIR DAMAGED FIRE RATED ASSEMBLIES AS
REQ'D TO OBTAIN PROPER RATING.

overcash demmitt

2010 south tryon st. suite 1a
charlotte north carolina 28203

office.704.332.1615
web. www.oda.us.com

Copyright 2016
ODA No.

Overcash Demitt Architects
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A0.00

COVER SHEET

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

FORT MILL THEATER RENOVATION- PHASE 1
FORT MILL, SC

OVERCASH DEMMITT ARCHITECTS
2010 SOUTH TRYON ST. SUITE 1A
CHARLOTTE, NC 28203
704.332.1615

JOHN PLUMMER JR, PE
112 OLD STATESVILLE RD, SOUTH, SUITE 108
HUNTERSVILLE, NC 28078
704-948-0766

C2E SOLUTIONS
1401 CENTRAL AVE, SUITE 200-J
CHARLOTTE, NC 28205
540-314-1578

MECHANICAL, ELECTRICAL, PLUMBINGSTRUCTURALARCHITECTURAL

ARCHITECTURAL

SHEET
NUMBER SHEET TITLE ISSUE DATE

CURRENT
REVISION

CURRENT
REVISION

DATE

A0.00 COVER SHEET 04/08/16 1 05/25/16

A0.10 APPENDIX B- CODE INFO 04/08/16 1 05/25/16

A0.11 LIFE SAFETY PLAN- LVL 1 04/08/16 1 05/25/16

A0.12 LIFE SAFETY PLAN- LVL 2 04/08/16

A0.13 UL ASSEMBLIES 04/08/16

A0.20 ARCHITECTURAL SITE PLAN 04/08/16

A0.30 FLOOR TYPES, INT WALL TYPES, & EXT WALL SYSTEMS 04/08/16

STRUCTURAL

SHEET
NUMBER SHEET TITLE ISSUE DATE

CURRENT
REVISION

CURRENT
REVISION

DATE

S1.01 GENERAL NOTES AND TYPICAL SECTIONS AND DETAILS 04/08/16

S2.01 FOUNDATION PLAN 04/08/16

S2.02 SECOND FLOOR FRAMING PLAN 04/08/16

ELECTRICAL

SHEET
NUMBER SHEET TITLE ISSUE DATE

CURRENT
REVISION

CURRENT
REVISION

DATE

E0.11 ELECTRICAL COVER SHEET 04/08/16

E1.11 1ST FLOOR LIGHTING PLAN 04/08/16 1 05/25/16

E1.12 2ND FLOOR LIGHTING PLAN 04/08/16

E2.11 FIRST FLOOR POWER PLAN 04/08/16

E2.12 SECOND FLOOR POWER PLAN 04/08/16

E3.00 ELECTRICAL DETAILS 04/08/16

PLUMBING

SHEET
NUMBER SHEET TITLE ISSUE DATE

CURRENT
REVISION

CURRENT
REVISION

DATE

P0.11 PLUMBING COVER SHEET 04/08/16

P1.11 1ST FLOOR SANITARY PLAN 04/08/16

P1.12 2ND FLOOR SANITARY PLAN 04/08/16

P2.11 FIRST FLOOR DOMESTIC WATER PLAN 04/08/16 1 05/25/16

P2.12 SECOND FLOOR DOMESTIC WATER PLAN 04/08/16

MECHANICAL

SHEET
NUMBER SHEET TITLE ISSUE DATE

CURRENT
REVISION

CURRENT
REVISION

DATE

M0.11 MECHANICAL COVER SHEET 04/08/16

M1.11 1ST FLOOR MECHANICAL PLAN 04/08/16

M1.12 2ND FLOOR MECHANICAL PLAN 04/08/16

M3.00 MECHANICAL DETAILS 04/08/16

AE1.10 EXISTING FLOOR PLANS 04/08/16

AE2.10 EXISTING BUILDING ELEVATIONS 04/08/16

AD1.10 DEMOLITION PLANS 04/08/16 1 05/25/16

AD2.10 DEMOLITION BUILDING ELEVATIONS 04/08/16

A1.10 RENOVATED FLOOR PLANS 04/08/16 1 05/25/16

A1.20 RENOVATED REFLECTED CEILING PLANS 04/08/16

A1.21 ENLARGED RENOVATED REFLECTED CEILING PLANS 04/08/16

A2.10 RENOVATED BUILDING ELEVATIONS 04/08/16

A3.10 RENOVATED BUILDING SECTIONS 04/08/16

A4.10 PLAN AND ELEVATION DETAILS 04/08/16

A5.10 ENLARGED RESTROOM PLANS, ELEV, & DETAILS 04/08/16

A6.10 DOOR SCHEDULES, STOREFRONT ELEV, & DTLS 04/08/16

A9.10 ENLARGED STAIR PLANS & DETAILS 04/08/16

A9.11 STAIR SECTIONS 04/08/16

A9.12 ADA RAMP PLAN, SECTION, & DETAILS 04/08/16

A10.10 FLOOR FINISH PLANS 04/08/16

No. Description Date

1 Permit Review Comments 05/25/16



2012 APPENDIX B: BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

Name of Project:

Address:
Proposed Use:

Owner/Authorized Agent:

Owned By:

Code Enforcement Jurisdiction:

Phone# E-Mail

Zip Code

City/County Private State

StateCity County

Building description:

LEAD DESIGN PROFESSIONAL:

DESIGNER FIRM NAME LICENSE# TELEPHONE# EMAIL

Architectural

Civil

Electrical

Fire Alarm

Plumbing

Mechanical

Sprinkler-Standpipe

Structural

Retaining Walls>5' high

Landscape

Building Code: 2012 IBC

2015 IBC Existing Building Code

2012 Chapter 34 (attached building evaluation)

Construction Type: I-A II-A III-A IV V-A

I-B II-B III-B V-B

Mixed construction: No Yes Types

Sprinklers:

Standpipes:

Fire District:

Building Height:

Mezzanine:

No Yes

No Yes

No Yes

Feet

No Yes

Partial NFPA 13-2010 NFPA 13R-2010 NFPA 13D-2010

NFPA 14-2010Class: I II III Wet Dry

Floor Hazard Area: No Yes

Number of Stories: High Rise: No Yes

GROSS BUILDING AREA

Floor Existing (sq.ft.) New (sq.ft.) Renovated (sq.ft.) Sub-Total

Total

OCCUPANCY

Primary Occupancy:

Business 304

Hazardous 307

Institutional 308

I-3 Use Condition

Mercantile 309

Storage 311

Utility and Miscellaneous 312

Assembly 303 A-1 A-2 A-3 A-4 A-5

Educational 305

Factory 306 F-1 Moderate F-2 Low

H-1 Detonate H-2 Deflagrate H-3 Combust H-4 Health H-5 HPM

I-1 I-2 I-3 I-4 Day Care

1 2 3 4 5

Residential 310 R-1 R-2 R-3 R-4

S-1 Moderate S-2 Low High-piled

Parking Garage Open Enclosed Repair Garage

Accessory Occupancies (<- 10%):

Special Uses:

Special Provisions:

Mixed Occupancy:

Incidental Use Separation (508.2.5)
This separation is not exempt as a Non-Separated Use (see exceptions).

Accessory Occupancy (508.2)

402 403 404 405 406 407 408 409 410 411

425424423422421413

426 427

414 415 420419418417416

412

509.2 509.3 509.4 509.5

No Yes Separation: Hr. Exception:

509.6 509.7 509.8 509.9

Non-Separated Use (508.3)

The required type of construction for the building shall be determined by applying the height and area limitations for each of
the applicable occupancies to the entire building. The most restrictive type of construction, so determined, shall apply
to the entire building.

Separated use (508.4)- See below for calculations

For each story, the area of the occupancy shall be such that the sum of the ratios of the actual floor area of each use divided
by the allowable floor area for each use shall not exceed 1. (508.4.2)

Actual Area of Occupancy A

Allowable Area of Occupancy A
+ Actual Area of Occupancy B

Allowable Area of Occupancy B

<1

+ + = <1.00

ALLOWABLE AREA

Story Number Description and Use

A B

Building Area
Per Story
(Actual)

C D E F

Table 503
Area

Area for
Frontage
Increase

Area for
Sprinkler
Increase

Allowable
Area or

Unlimited

Maximum
Building

Area

1. Frontage area increases from Section 506.2 are computed thus:

a. Perimeter which fronts a public way or open space having 20 feet minimum width= (F)

b. Total Building Perimeter=

c. Ratio (F/P)= (F/P)
d. W=Minimum width of public way=

e. Percent of frontage increase l(f)= [F/P-0.25]x W/30=

(P)

(W)

(%)

2. The sprinkler increase per Section 506.3 is as follows:
a. Multi-story building l(s)=200 percent

b. Single story building l(s)=300 percent

3. Unlimited area applicable under conditions of Sections Group B, F, M, S, A-4 (507.3), A-3 (507.6);
Group A motion picture (507.11); Covered Mall Buildings (507.12); and H-2 aircraft paint hangers (507.9).

4. Maximum Building Area=total number of stories in the building x E, But not greater than 3xE (506.4.1).

5. The maximum area of a single-use parking garage shall be permitted to comply with Table 406.3.5.
The maximum area of air traffic control towers must comply with table 412.3.2.

Life Safety Plan Sheet #, if Provided:

Building Element

Structural frame, including
columns, girders, trusses

Bearing Walls

Exterior (T602)

North

East

West

South

Interior

Nonbearing walls and partitions

Exterior walls (T602)

North

East

West

South

Interior walls and partitions
Floor Construction***
***including supporting beams
and joists

Roof Construction including
supporting beams and joists

Shaft Enclosures- Exit
S708.4
Shaft Enclosures- Other
S708.4
Corridor Separation T1018.1

Occupancy Separation T508.4

Party/ Fire Wall Separation
T706.4
Smoke Barrier Separation S710

Tenant Separation S402.7.2
Incidental Use Separation
T508.2.5

* 2012 IBC Table 721.1(2), Item Number 1-1.1 was used to determine fire rating of existing mansonry exterior wall. 1 hour rating
via Item Number 15-1.15 is to be used for any new exterior wall infill.

Fire
Separation
Distance

(Feet)

Rating*

Required
Provided

(w/   *
Reduction)

Detail #
and Sheet #

Design #
for Rated
Assembly

Design #
for Rated

Penetration

Design #
for Rated

Joints

EXIT REQUIREMENTS

This section is required to be completed for all projects

NUMBER AND ARRANGEMENT OF EXITS

Floor, Room or Space
Designation

Minimum Number of Exits

Required
T1021.2

Shown on
Plans

Travel Distance

Allowable Travel
Distance

(table 1016.1)

Actual Travel
Distance Shown

on Plans

Required
Distance

Between Exit
Doors

Actual Distance
Shown on Plans

Arrangement Means of Egress
(Section 1015.2)

1. Corridor dead ends (section 1018.4)

2. Building with single exits (Tables 1021.2). Spaces with one means of egress (Table 1015.1)

3. Common Path of Travel (Section 1014.3)

This section for new construction, additions, change of use and interior completion

ENERGY REQUIREMENTS:

Type of Construction

Building Height in Feet

Building Height in Stories

Allowable
(Table 503)

Increased for Sprinklers
(506.3)

Shown on Plans Code Reference

Type: Type:

Feet=

Stories=

Feet= H + 20'=

Stories + 1= Stories=

This section is required to be completed for all projects

Emergency Lighting: S1006

Exit Signs: S1011

Fire Alarm: S907, NFPA 72-2010

Smoke Detection Systems: S907

Panic Hardware: S1008.1.10

Life Safety Systems Generator: S2702.2

No Yes

No Yes

No Yes

No Yes

No Yes

No Yes

Partial

No special inspections required for this project Special inspections required

The following sheets comprise the required schedule of Special Inspections for this project. The construction divisions which
require special inspections for this project are as follows:

IT-1 Verification of Soils
IT-2 Excavation and Fill

IT-3 Piling and Drilling Piers

IT-4 Modular Retaining Walls

IT-5 Reinforced Concrete

IT-6 Post Tension Slab
IT-7 Pre-cast Concrete Erection

IT-8 Pre-stressed Concrete

IT-9 Inspection of Pre-Cast Fabricators

IT-10 Inspection of Structural Steel Fabricators
IT-11 Structural Masonry

IT-12 Welding

IT-13 High Strength Bolts & Steel Framing Insp.

IT-14 Sprayed Fire-Resistance Materials

IT-15 Exterior Insulation and Finish System
IT-16 Seismic Resistance

IT-17 Smoke Control

IT-18 Detention Basin

IT-19Special Cases

Check the above boxes for the special inspection required for this project and list below specific special inspections required
under Chapter 17. For questions regarding Special Inspections please see www.Meck-SI.com.

CHECK IF THE FOLLOWING ARE PRESENT AND INDICATED BY A WALL LEGEND ON ALL PLANS

Fire Walls 706 Fire Barriers 707 Shaft Enclosure 708 Smoke Barriers 709 Smoke Partitions 710

Non Rated Walls are PresentHorizontal Assemblies 711

GENERAL INFORMATION:

X

X

PROJECT SUMMARY:

Scope of work details: (if phased construction, please see plan submittal guidelines)

Does this project have air rights, easements, an assumed or deeded property line, no build easements or other circumstances
similar to the aforementioned?

Alternative means of compliance request:

Industrial equipment with declaration document attached.

RTAP (Revisions to approved plans.)

DESIGN PROFESSIONAL INFORMATION:

Stephen Overcash

Overcash Demmitt Stephen Overcash 3864 704-332-1615 sovercash@oda.us.com

N/A

704-266-0942 ryan@rcengineering.net

N/A

N/A

X

X

X
X

X

X

First Floor 6,280 SF

12,230 SF

Second Floor

Third Floor

Fourth Floor

N/A

N/A

BUILDING CODE EDITION:

REHAB CODE (Existing Building Code):

Check all that apply:

Repair Renovation Alteration Reconstruction Change of Use Addition

BUILDING DATA:

32'-4" 2

5,950 SF

N/A

N/A

N/A

N/A

N/A

N/A

N/A

Reviewers Notes for Field Inspector:

Justifications for using the REHAB code:

Last known legal occupancy use:: Historical Property:

Original building construction date: Date of preliminary review:

BusinessFirst Floor

Second Floor

Third Floor

Fourth Floor

ALLOWABLE HEIGHT: CHAPTER 5

FIRE PROTECTION REQUIREMENTS: CHAPTER 6

ALLOWABLE AREA: CHAPTER 5

X

N/A

V-B

40 FT

2

V-B

32'-4"

2

A0.11

N/A

0

1 HR

N/A

N/A

N/A

N/A

N/A

0

0

N/A

N/A

0

N/A

N/A

N/A

N/A

N/A

0

N/A

N/A

N/A

N/A

N/A

0

0

N/A

N/A

0

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

WALL LEGENDS:

PERCENTAGE OF WALL OPENING CALCULATIONS:

LIFE SAFETY SYSTEM REQUIREMENTS: Chapters 9 and 10

LIFE SAFETY PLAN REQUIREMENTS:

X

X

X

X

X

X

STATEMENT OF SPECIAL INSPECTION:

X

ELECTRICAL SUMMARY:

MECHANICAL SUMMARY:

ENERGY SUMMARY:

STRUCTURAL DESIGN: SEE STRUCTURAL DRAWINGS

SEE ELECTRICAL DRAWINGS

SEE MECHANICAL DRAWINGS

ACCESSIBLE PARKING REQUIREMENTS:

PLUMBING FIXTURES: Chapter 29

ACCESSIBLE DWELLING UNITS:

Fire and/or smoke rated wall locations (Chapter 7)

Assumed and real property line locations

Exterior wall opening area with respect to distance to
assumed property lines (705.8)

Life Safety Plan Sheet #, if Provided: A0.11 & A0.12

Existing structures within 30’ of the proposed building

Occupancy types for each area as it relates to
occupant load calculation (Table 1004.1.1)
Occupant loads for each area

Exit access travel distances (1016)

Common path of travel distances (1014.3 & 1028.8)

Dead end lengths (1018.4)

Clear exit widths for each exit door

Actual occupant load for each exit door

A separate schematic plan indicating where fire
rated floor/ceiling and/or roof structure is
provided for purposes of occupancy separation

Location of doors with panic hardware (1008.1.10)

Location of doors with delayed egress locks and
the amount of delay (1008.1.9.7)

Location of doors with electromagnetic egress locks (1008.1.9.8)

Location of doors equipped with hold-open devices

Location of emergency escape windows (1029)

The square footage of each fire area (902)

The square footage of each smoke compartment (407.4)

Note any code exceptions or table notes that may have been
utilized regarding the items above

Maximum calculated occupant load capacity each exit
door can accommodate based on egress width (1005.1)

X

X

X

X

X

Occupancy Use Group
and/or Space Designation

Waterclosets

Male Female

Urinals

LVL 1

Provided

Required

Lavatories

Male Female

Showers/
Tubs

Drinking Fountains

Regular Accessible

Lot or Parking Area

Total Number of Parking Spaces

Required Provided

TOTAL

# of Accessible Spaces Provided

Regular with 5'
Access Aisle

Van Spaces with 8'
Access Aisle

Total #
Accessible
Provided

SPECIAL APPROVALS

Special approval: (Local Jurisdiction, Department of Insurance, OSC, DPI, DHHS, ICC, etc., describe below)

FORT MILL THEATER RENOVATION

BUSINESS
100 MAIN STREET, FORT MILL, SC

CHRIS MANNIX

Install new level 2 floor as well as core bathrooms and stair in preperation for future office upfit in a portion
of the building previously used as a theater. Office upfit to be done under seperate future permit.

Existing building renovation and partial change of use from assembly to business

X

YORK

29715

Ryan Caya

John Plummer  Eng 704-948-0766 john@jlpjrpe.comJohn Plummer

C2 Engineering

X

6,280 SF

X

9,000 SF N/A 9,000 18,000

36,000 SF

60'

3

Degree of Openings Protection
(Table 705.8)

Allowable Area
(%)

Actual Shown on Plans
(%)

Fire Separation Distance
(Feet) From Property Lines

X

X

X

BUSINESS SHELL LVL 1 1 1 100 FT 100' N/A N/A

X

OCCUPANT LOAD AND EXIT WIDTH

USE GROUP OR
SPACE DESCRIPTION

(a)

AREA
(sq. ft.)

AREA PER
OCCUPANT

(1004.1.1)

CALCULATED
OCCUPANT LOAD

(a/b)

EGRESS
WIDTH PER
OCCUPANT

(section 1005.1)

REQUIRED
WIDTH

(section 1005.1)
(a/b) X c

ACTUAL
WIDTH

SHOWN ON
PLANS

EXIT WIDTH
(in)

1. Corridor dead ends (section 1018.4)

2. Building with single exits (Tables 1021.2). Spaces with one means of egress (Table 1015.1)

3. Common Path of Travel (Section 1014.3)

Business Shell- Lvl 1 3,230 100 SF 33 OCCUPANTS N/A

(b) (c)

STAIR    LEVEL STAIR    LEVEL STAIR    LEVEL

0.2 N/A 6.6" N/A 34"

Note: one out of every six accessible parking spaces shall be for van accessible parking.

N/A N/A N/A N/A

N/A

N/A

<5'

N/A

No YesX

N/A

TYPE OF WORK BEING PERFORMED:

What type of work is being performed?

New building

X

Addition

Upfit

Alteration/ Renovation

New Building: New building Shell building

First time interior  completion (upfit)
Additional

Existing Building: Change of use/occupancy

Building/ tenant space interior completion (Alteration/ Renovation)

Years of  construction: Previous use:

2012 IBC Rehab Code Information:

B

E

M

U

Business 304

Hazardous 307

Institutional 308

I-3 Use Condition

Mercantile 309

Storage 311

Utility and Miscellaneous 312

Assembly 303 A-1 A-2 A-3 A-4 A-5

Educational 305

Factory 306 F-1 Moderate F-2 Low

H-1 Detonate H-2 Deflagrate H-3 Combust H-4 Health H-5 HPM

I-1 I-2 I-3 I-4 Day Care

1 2 3 4 5

Residential 310 R-1 R-2 R-3 R-4

S-1 Moderate S-2 Low High-piled

Parking Garage Open Enclosed Repair Garage

B

E

M

U

INCIDENTAL USES:

Furnace room where any piece of equipment is over 400,000 Btu per hour input

Room with boilers where the largest piece of equipment is over 15 psi and10 horsepower

Refrigerant machine room

Hydrogen cutoff rooms, not classified as Group H

Incinerator rooms

Paint shops, not classified as Group H, located in occupanices other than Group F

Laboratories and vocational shops, not classified as Group H, located in a Group E or I-2 occupancy

Laundry room over 100 square feet

Group I-3 cells equipped with padded surfaces

Group I-2 waste and linen collection rooms

Waste and linen collection rooms over 100 square feet

Stationary storage batter systems having a liquid electrolyte capacity of more than 50 gallons, or a lithium-ion
capacity of 1,000 pounds used for facility standby power, emergency power, or uninterrupted power supplies

Rooms containing fire pumps

Room containing Life-Safety generator

Room containing primary transformers

Group I-2 storage rooms over 100 square feet

Group I-2 commercial kitchens

Group I-2 laundries equal to or less than 100 square feet

Group I-2 room or spaces that contain fuel-fired heating equipment

704-973-9019 chris@kuestercre.com

X

N/A

X

EXISTING

N/A

Total Units Accessible
Units Req'd

Type A Units
Req'd

Type A Units
Provided

Type B Units
Req'd

Type B Units
Provided

Total Accessible
Units Provided

N/A

26307

21526

1900 Assembly

X

N/A

N/A 3,870 SF

3,870 SF

Business 5,950 SF 9,000 SF N/A 9,000 18,000

5<X<10

<5'

10<X<30

1 HR

1 HR

4 HR *

N/A

N/A

N/A

N/A

BUSINESS SHELL LVL 2 2 2 100 FT 75' 33' 33'

N/A - EXTERIOR WALLS AND ROOF ARE EXISTING TO REMAIN

SOUTH- 19'

NORTH- 0'

EAST- 7'

WEST- 5'

Unprotect, Sprinklered 75%

Not Permitted

25%

25%

Unprotect, Sprinklered

Unprotect, Sprinklered

Unprotect, Sprinklered

13%

20% *

18%

0%

Business Shell- Lvl 2 2,846 100 SF 29 OCCUPANTS 0.3 0.2 .87" 5.8" 46" 64""

LVL 2

Provided

Required

1

1

2

1

1

1 1 1

2 2 1

1

1

2

1

1

1 1 1

2 2 1

X

1 HR

4 HR *

4 HR *

4 HR *

* Per local code enforcement, a variance has been granted to allow for openings and overhangs in this wall as indicated on plans

X

N/A

*

* SPRINKLERS ARE TO BE INSTALLED THROUGH-OUT
ENTIRE EXIST BLDG AS PART OF THIS RENOVATION

7,740 SF

ryan@rcengineering.netRyan CayaC2 Engineering 26307

ryan@rcengineering.netRyan CayaC2 Engineering 26307
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APPENDIX B-
CODE INFO

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

1

1

No. Description Date

1 Permit Review Comments 05/25/16



UP

LIFE SAFETY LEGEND

45 TOTAL NUMBER OF OCCUPANTS AT EXIT

13.5"
44.0"

45
0.3

NUMBER OF
OCCUPANTS

MULTIPLIER
PER 1005.1

TOTAL
WIDTH
REQUIRED

TOTAL
WIDTH
PROVIDED

COMMON PATH OF EGRESS TRAVEL

TRAVEL DISTANCE

FUTURE

OFFICE

105

ENTRY

VESTIBULE

101

STAIRS

100

1 32

G

F

E

D

C

A

H

B

MENS

RSTRM

104

WOMENS

RSTRM

103

JANITOR

102

T
R

A
V

E
L
 D

IS
T

=
 1

0
0
'

T
R

A
V

E
L
 D

IS
T

=
 9

7
'

3,230 SF @ 100 SF
PER OCCUPANT= 33

OCCUPANTS

9.6"

64.0"

48

0.248

15

33

NEW NFPA 13 SPRINKLER
SYSTEMS TO BE INSTALLED

THROUGH-OUT ENTIRE
BUILDING, ALL LEVELS

INSTALL KNOX BOX THIS WALL

WALL RATING LEGEND

NON RATED WALL

SEE WALL TYPES ON SHEET A0.30

1 HOUR RATED WALL
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LIFE SAFETY
PLAN- LVL 1

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

scale:  1/4" = 1'-0"1 LEVEL 1 LIFE SAFETY PLAN

1

No. Description Date

1 Permit Review Comments 05/25/16



DN

FUTURE
OFFICE

207

CORRIDOR

206

CORRIDOR

205

STAIRS

200

1 32

G

F

E

D

C

A

H

B

MENS
RSTRM

204

WOMENS
RSTRM

203

JANITOR

202

3"

32"

15

0.215

1,879 SF @ 100 SF
PER OCCUPANT= 20

OCCUPANTS

870 SF @ 100 SF PER
OCCUPANT= 9
OCCUPANTS

FUTURE
OFFICE

208

C
O

M
M

O
N

 P
A

T
H

 O
F

E
G

R
E

S
S

 D
IS

T
A

N
C

E
=

 7
5
'

T
R

A
V

E
L
 D

IS
T

A
N

C
E

=
 8

3
'

3
' -

 1
0
"

3"

32"

15

0.2

15

COMMON PATH OF EGRESS
DISTANCE= 40'

EXIT ACCESS TRAVEL
DISTANCE= 40'

D
IA

G
O

N
A

L
 D

IS
T

A
N

C
E

=
 9

8
'

1
/3

 O
F

 9
8
'=

 3
3
'

A
C

T
U

A
L
 D

IS
T

 B
/W

 E
X

IT
 D

O
O

R
S

3
3
' - 0

 3
/4

"
D

E
A

D
 E

N
D

 C
O

R
R

ID
O

R

3
2
' -

 8
 5

/8
"

ENTRY
VESTIBULE

201

NEW NFPA 13 SPRINKLER
SYSTEM TO BE INSTALLED

THROUGH-OUT ENTIRE
BUILDING, ALL LEVELS

PER LOCAL CODE
ENFORCEMENT, A

VARIANCE HAS BEEN
GRANTED TO ALLOW FOR

OPENINGS AND
OVERHANGS IN THIS WALL

LIFE SAFETY LEGEND

45 TOTAL NUMBER OF OCCUPANTS AT EXIT

13.5"
44.0"

45
0.3

NUMBER OF
OCCUPANTS

MULTIPLIER
PER 1005.1

TOTAL
WIDTH
REQUIRED

TOTAL
WIDTH
PROVIDED

COMMON PATH OF EGRESS TRAVEL

TRAVEL DISTANCE

WALL RATING LEGEND
NON RATED WALL

SEE WALL TYPES ON SHEET A0.30

1 HOUR RATED WALL
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LIFE SAFETY
PLAN- LVL 2

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715
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scale:  1/4" = 1'-0"1 NEW LEVEL 2 LIFE SAFETY PLAN

No. Description Date
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UL ASSEMBLIES

152960

Fort Mill
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2012 IBC CHAPTER 7 No. Description Date



DN

UP

UP

DN

SITE PLAN NOTES
1. ARCHITECTURAL SITE PLAN PROVIDED FOR

REFERANCE. ALL GRADING, PARKING, AND SITE
CONDITIONS ARE EXISTING, UNO.

PROPERTY LINE, TYP

EXIST SIDEWALK

NEW 4" THICK CONCRETE WALK OVER 4"
COMPACTED GRAVEL

EXIST PARKING AREA

EXIST PARKING AREA

NEW ADA DROP-OFF
AREA, BY OTHERS

ADJACENT EXIST BLDG

ADJACENT EXIST BLDG

ADJACENT EXIST BLDG

ADJACENT EXIST BLDG

ADJACENT EXIST BLDG

ADJACENT EXIST BLDG

EXIST GRASS AREA

EXIST GRASS AREA

EXIST RETAINING WALL

EXIST GRASS AREA

7' - 8" +/-

ACADEMY STREET

M
A

IN
 S

T
R

E
E

T

EXIST EXTERIOR
CONCRETE STEPS

ADA COMPLIANT RAMP W/ 1 1/2" DIAMETER HANDRAILS
BOTH SIDES @ 3'-0". TIE INTO EXIST SIDEWALK. TOTAL
RAMP RUN TO BE 1' - 11 1/2" +/-, GC TO VERIFY. RAMP
RISE/RUN TO NOT EXCEED 1"/12"

NEW CONCRETE ADA RAMP
BELOW, SEE LEVEL 1 PLAN

GC TO INSTALL NEW SUB SURFACE DRAINAGE AND
WATERPROOFING ALONG THIS WALL TO ELEVIATE
EXISTING DRAINAGE ISSUES. COORDINATE W/ OWNER

GC TO INSTALL NEW SUB SURFACE
DRAINAGE AND WATERPROOFING ALONG

THIS WALL TO ELEVIATE EXISTING DRAINAGE
ISSUES. COORDINATE W/ OWNER

GC TO INSTALL NEW TRENCH DRAIN THIS LOCATION.
TOP OF DRAIN TO BE 1 1/2" BELOW LEVEL 2 FFE.
SLOPE NEW CONCRETE WALK AWAY FROM BLDG 1/4"
PER FOOT TOWARDS DRAIN. DRAIN TO BE COVERED
W/ ADA COMPLIANT GRATE. DRAIN TO DAYLIGHT

EXCEPT FOR INSTALLATION OF
NEW SPRINKLERS THROUGH-
OUT, THIS AREA OF EXISTING

BLDG NOT IN SCOPE OF WORK

NEW R13 SPRINKLERS TO BE
INSTALLED THROUGH-OUT

ENTIRE BUILDING, ALL LEVELS

EXIST TREE TO REMAIN

4' - 6"

5
' -

 0
"

13' - 0"

1
' -

 0
"

HANDRAIL EXTENSION, TYP @ BOTH ENDS

FUTURE
OFFICE

207

FUTURE
OFFICE

208
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ARCHITECTURAL
SITE PLAN

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
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04/08/16

FOR CONSTRUCTION

scale:  1/8" = 1'-0"1 ARCHITECTURAL SITE PLAN

No. Description Date



3/4" CONCRETE TOPPING

3/4" PLYWOOD FLOOR SHEATHING

OPEN WEB WOOD JOIST, SEE
STRUCT DWGS

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

2X4 WOOD STUDS AT 16" O.C.

BOTTOM OF RATING OR STRUCTURE ABOVE
(SEE STRUCTURAL DRAWINGS)

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

NON-RATED

BOTTOM OF RATING OR STRUCTURE
ABOVE (SEE STRUCTURAL DRAWINGS)

FLOOR BASE- FINISH PER SCHEDULE

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

2X4 WOOD STUDS AT 16" O.C.

5/8" GYPSUM BOARD

6
" 

M
IN

.

NON-RATED

4 1/8"

BOTTOM OF RATING OR STRUCTURE
ABOVE (SEE STRUCTURAL DRAWINGS)

FLOOR BASE- FINISH PER SCHEDULE

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

2X6 WOOD STUDS AT 16" O.C.

5/8" GYPSUM BOARD

6
" 

M
IN

.

NON-RATED

6 1/8"

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

FLOOR BASE- FINISH PER SCHEDULE

2X4 WOOD STUDS AT 16" O.C.

5/8" GYPSUM BOARD EACH SIDE

BOTTOM OF RATING OR STRUCTURE
ABOVE (SEE STRUCTURAL DRAWINGS)

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

NON-RATED

4 3/4" SOUND RATED CAULK

6
"

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

FLOOR BASE- FINISH PER SCHEDULE

2X4 WOOD STUDS AT 16" O.C.

SOUND ATTENUATION BATT INSULATION

5/8" GYPSUM BOARD EACH SIDE

BOTTOM OF RATING OR STRUCTURE ABOVE
(SEE STRUCTURAL DRAWINGS)

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

NON-RATED

4 3/4"

SOUND RATED CAULK

EXTEND GYPSUM BOARD TO STRUCTURE

SOUND RATED CAULK

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

FLOOR BASE- FINISH PER SCHEDULE

2X6 WOOD STUDS AT 16" O.C.

5/8" GYPSUM BOARD EACH SIDE

BOTTOM OF RATING OR STRUCTURE
ABOVE (SEE STRUCTURAL DRAWINGS)

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

NON-RATED

6 3/4"

EXTEND GYPSUM BOARD TO STRUCTURE

SOUND RATED CAULK

6
"

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

FLOOR BASE- FINISH PER SCHEDULE

2X6 WOOD STUDS AT 16" O.C.

SOUND ATTENUATION BATT INSULATION

5/8" GYPSUM BOARD EACH SIDE

BOTTOM OF RATING OR STRUCTURAL
ABOVE (SEE STRUCTURAL DRAWINGS)

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

NON-RATED

6 3/4"

SOUND RATED CAULK

EXTEND GYPSUM BOARD TO STRUCTURE

SOUND RATED CAULK

UNDERSIDE OF ROOF SHEATHING
ABOVE

8" REINFORCED CMU

1 HOUR RATING (UL DESIGN- U905)

7 5/8"

PROVIDE FIRE STOPPING @ ALL
JOINTS, TYP

PROVIDE FIRE STOPPING @ ALL
JOINTS, TYP

UNDERSIDE OF EXIST ROOF SHEATHING
ABOVE

8" REINFORCED CMU

FLOOR BASE- FINISH PER SCHEDULE

FLOOR STRUCTURE (SEE
STRUCTURAL DRAWINGS) FINISH
PER SCHEDULE

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

1 HOUR RATING (UL DESIGN- U905)

5/8" TYPE X GYPSUM BOARD

1/2" RESILIENT FURRING CHANNELS
AT 24" O.C. VERTICAL

6
" 

M
IN

.

8 3/4"

PROVIDE FIRE STOPPING @ ALL
JOINTS, TYP

PROVIDE FIRE STOPPING @ ALL
JOINTS, TYP

UNDERSIDE OF EXIST ROOF SHEATHING
ABOVE

8" REINFORCED CMU

FLOOR BASE- FINISH PER SCHEDULE

FLOOR STRUCTURE (SEE
STRUCTURAL DRAWINGS) FINISH
PER SCHEDULE

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

5/8" TYPE X GYPSUM BOARD EACH SIDE

1/2" RESILIENT CHANNEL

6
" 

M
IN

1 HOUR RATING (UL DESIGN- U905)

9 7/8"

PROVIDE FIRE STOPPING @ ALL JOINTS,
TYP

PROVIDE FIRE STOPPING @ ALL JOINTS,
TYP

FLOOR STRUCTURE
SEE STRUCTURAL DRAWINGS
FINISH PER SCHEDULE

FLOOR BASE- FINISH PER SCHEDULE

2X6 WOOD STUDS AT 16" O.C.

SOUND ATTENUATION BATT INSULATION

5/8" TYP X GYPSUM BOARD EACH SIDE

BOTTOM OF RATING OR STRUCTURAL
ABOVE (SEE STRUCTURAL DRAWINGS)

CEILING HEIGHT VERIFY ON FINISH SCHEDULE

1 HR RATED PER UL U305

6 3/4"

EXTEND GYPSUM BOARD TO STRUCTURE

UL JOINT DESIGN HW-D-0016

UL JOINT DESIGN HW-D-0016

VERIFY IN FIELD

10 7/8"

1 HOUR RATED PER 2012 IBC TABLE 721.1(2),
ITEM NUMBER 15-1.15

ALIGN W/ EXIST EXT BRICK

CONT SEALANT

CONT SEALANT

THROUGH WALL FLASHING

MASONRY TIES @ 16"  HORIZ & VERT

CONT FLUID APPLIED AIR,
MOISTURE, VAPOR BARRIER

5/8" TYPE X EXT GRADE GYP
BOARD SHEATHING

BRICK RUNNING BOND TO MATCH
ADJACENT EXIST BRICK

2X4 WD STUDS @ 16" OC

R-13 BATT INSULATION

5/8" TYPE X GYP WALL BOARD

INTERIOR EXTERIOR

THROUGH WALL FLASHING

ALIGN W/ EXIST EXT BRICK

2 1/2" +/-

EXIST EXT BRICK WALL

EXIST EXT BRICK WALL

3/4" CONCRETE TOPPING

3/4" PLYWOOD FLOOR SHEATHING

2X WOOD FLOOR JOIST, SEE
STRUCT DWGS
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FLOOR TYPES,
INT WALL TYPES,
& EXT WALL
SYSTEMS

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

scale:  1 1/2" = 1'-0"1 FLOOR SYSTEM FS-01scale:  1 1/2" = 1'-0"3 WALL TYPE 0F0scale:  1 1/2" = 1'-0"4 WALL TYPE 0F1scale:  1 1/2" = 1'-0"5 WALL TYPE 0F2

scale:  1 1/2" = 1'-0"6 WALL TYPE 0G1scale:  1 1/2" = 1'-0"7 WALL TYPE 0G2scale:  1 1/2" = 1'-0"8 WALL TYPE 0G3scale:  1 1/2" = 1'-0"9 WALL TYPE 0G4

scale:  1 1/2" = 1'-0"11 WALL TYPE 1M0scale:  1 1/2" = 1'-0"12 WALL TYPE 1M1scale:  1 1/2" = 1'-0"13 WALL TYPE 1M2

scale:  1 1/2" = 1'-0"10 WALL TYPE 1G4

scale:  1 1/2" = 1'-0"14 EXTERIOR WALL SYSTEM WS1

No. Description Date

scale:  1 1/2" = 1'-0"2 FLOOR SYSTEM FS-02



UPUP

EXISTING THEATER SPACE

EXISTING STEEL BEAM ABOVE

EDGE OF EXISTING MEZZANINE ABOVE

AE2.10

1

AE2.103

EXIST CONCRETE WALK

EXISTING STOREFRONT AND DOOR

EXIST STAIR TO PREVIOUS STAGE AREA

EXCEPT FOR
INSTALLATION OF
NEW SPRINKLERS

THROUGH-OUT, THIS
AREA OF EXISTING

BLDG NOT IN SCOPE
OF WORK

EXIST CONCEALED SPACE

EXIST DOOR

EXIST EARTH FILL

EXIST RETAINING
WALL

EXISTING MEZZANINE

EXISTING STEEL BEAM

EXISTING MECHANICAL
ROOM W/ WOOD FLOORING

OPEN TO BELOW

OPEN TO BELOW

EXISTING EXTERIOR DOOR TO GRADE

AE2.10

1

AE2.10

2

AE2.103

EXIST EXTERIOR
DOOR TO FIRE
ESCAPE STAIR

EXCEPT FOR
INSTALLATION OF
NEW SPRINKLERS

THROUGH-OUT, THIS
AREA OF EXISTING

BLDG NOT IN SCOPE
OF WORK

EXIST THROUGH
WALL MECH LOUVER
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EXISTING FLOOR
PLANS
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UPUP

EXISTING THEATER SPACE

REMOVE EXIST STEEL BEAMS ABOVE

EDGE OF EXISTING MEZZANINE ABOVE

AD2.10

1

AD2.103

REMOVE EXIST STOREFRONT AND DOOR. PREP
EXIST OPENING FOR NEW STOREFRONT AND DOOR

REMOVE EXIST MASONRY WALL

REMOVE EXIST DOOR

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE ALL EXIST
MECHANICAL AND ELECTRICAL

EQUIPMENT THIS AREA

GC TO VERIFY THAT ALL EXIST
ROOF DRAINS AND

ASSOCIATED PIPING IS
RETAINED AND OPERATING

PROPERLY, TYP

EXCEPT FOR
INSTALLATION OF
NEW SPRINKLERS

THROUGH-OUT, THIS
AREA OF EXISTING

BLDG NOT IN SCOPE
OF WORK

REMOVE EXIST SOFFIT ABOVE. REMOVE
AND RELOCATE EXISTING STL BEAM TO

11'-4" AFF OF NEW FINISHED FLOOR
LEVEL. VERIFY ADEQUATE BEAM SIZE &

STRUCTURAL BEARING CAPACITY OF
EXISTING WALL W/ STRUCTURAL

ENGINEER PRIOR TO REINSTALLATION.

REMOVE ALL EXISTING NON-
STRUCTURAL ITEMS THIS SPACE

REMOVE 7'-4" PORTION OF
EXIST WALL. REINFORCE AS

REQ'D, SEE STRUCT DWGS

3
' -

 0
"

8
"

EXIST EARTH FILL

EXIST RETAINING
WALL

REMOVE PORTION
OF EXTERIOR WALL

FOR NEW DOOR

8"

REMOVE ALL WALLS AND DOORS ON MEZZANINE LEVEL

EXISTING STEEL BEAM TO BE REMOVED

EXISTING MECHANICAL ROOM

OPEN TO BELOW

OPEN TO BELOW

REMOVE EXIST EXTERIOR DOOR

AD2.10

1

AD2.103

AD2.10

2

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE MEZZANINE FLOOR AND ALL
EXISTING MECH/ ELECTRICAL EQUIPMENT

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE ALL EXIST EQUIP AND MISC
WOOD FRAMING. REMOVE EXIST

FLOOR, MECHANICAL EQUIPMENT, AND
ELECTRICAL EQUIPMENT THIS AREA.

EXIST MASONRY WALLS AND ROOF
STRUCTURE TO REMAIN.

EXCEPT FOR
INSTALLATION OF
NEW SPRINKLERS

THROUGH-OUT, THIS
AREA OF EXISTING

BLDG NOT IN SCOPE
OF WORK

4
' - 0

"

8
' - 0

"

DEMO EXIST WALL THIS AREA.
OPENING TO BE 8'-0" TALL.

INSTALL NEW STL LINTEL, SEE
STRUCT DWGS

REMOVE EXIST EXTERIOR DOOR

REMOVE EXIST THROUGH
WALL LOUVER

EXISTING STEEL BEAM SUPPORTING MEZZANINE TO BE REMOVED
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REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE EXIST MECH LOUVER

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE EXIST EXT DOOR

REMOVE PORTION OF EXIST EXTERIOR
WALL FOR NEW STOREFRONT, SEE
RENOVATED BUILDING PLANS, TYP

REMOVE EXIST EXTERIOR FIRE ESCAPE STAIR,
REPAIR EXTERIOR FACADE AS REQ'DREMOVE EXIST EXTERIOR DOOR

REMOVE EXIST MECH LOUVER
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UP

DN

FUTURE

OFFICE

105

ENTRY

VESTIBULE

101

STAIRS

100

1

A3.10

1 32

G

F

E

D

C

A

H

B

MENS

RSTRM

104

WOMENS

RSTRM

103

JANITOR

102

1
0
' -

 5
"

1
2
' -

 6
 5

/8
"

1
4
' -

 7
 1

/4
"

1
5
' -

 0
"

1
5
' -

 1
 1

/4
"

1
1
' -

 8
 3

/8
"

1
1
' -

 1
 3

/4
"

9
0
' -

 6
 1

/4
"

EQ EQ

EXISTING CONCRETE FLOOR TO
BE REPAIRED AND LEVELED TO

FFE INDICATED ON THESE PLANS,
SEE BUILDING SECTIONS. FILL ALL

EXIST HOLES WITH CONCRETE
PRIOR TO LEVELING

NEW 6X6 WD COLUMN, TYP

EXIST EXTERIOR BRICK WALL, TYP

EXIST EXTERIOR BRICK WALL, TYP

NEW ALUM STOREFRONT, SEE BUILDING ELEV, TYP

NEW 4" CONCRETE
ADA RAMP OVER 4"
COMPACTED
GRAVEL W/ PIPE
HANDRAIL. SEE
ENLARGED PLAN &
DETAILS

NEW 4" CONCRETE
SLAB ON GRADE OVER
4" COMPACTED GRAVEL
FILL THIS AREA. ALIGN
FINISH LEVEL W/
INTERIOR FINISH LEVEL

2

A3.10

A5.10

1

1G4

1G4

01

03

A9.12

1

NEW 6X6 CEDAR
TIMBER COLUMN
FOR TRELLIS ABOVE

2
' -

 8
"

7' - 5"

A9.10

1

05

06

06

A

B

B

B

B

BBB

E
Q

E
Q

E
Q

E
Q

E
Q

E
Q

E
Q

E
Q

1
1
' -

 0
"

16' - 6 1/4" 16' - 6 1/4" 6' - 8"

10' - 0"

ALIGN

6
"

1
' -

 9
 7

/8
"

9
' -

 9
 7

/8
"

EXCEPT FOR
INSTALLATION OF NEW

SPRINKLERS THROUGH-
OUT, THIS AREA OF

EXISTING BLDG NOT IN
SCOPE OF WORK

A2.103

A2.10

1

REPAIR EXIST WALL THIS
AREA AS REQ'D TO ENSURE
STRUCT STABILITY. CAP W/
NEW PRECAST WALL CAP.
SECURE TO EXIST WALL AS
REQ'D

0G3

ALIGN

FILL IN EXIST OPENING W/ NEW WALL

02

E

NEW STOREFRONT IN EXIST
OPENING. FIELD VERIFY ALL
DIMS

6
"

6
"

CENTER COLUMN LINES
ON EXIST EXTERIOR
PIER, TYP. FIELD VERIFY
LOCATION OF EXIST PIER

1G4

0F2

8"

NEW 7'-4" TALL
OPENING IN EXIST
WALL

EXIST CONCRETE STAIRS TO REMAIN BUT WILL BE UNUSED.

INFILL EXIST OPENING
W/ NEW WALL SPRINKLER

RISER

209

00

NEW HM DOOR, SEE
DOOR SCHEDULE

3
' -

 0
"

8
"

EXIST DOOR TO REMAIN

GC TO ENSURE NO CONCEALED
SPACES THIS AREA. GC TO

NOTIFY ARCHITECT IF LAYOUT OF
THIS AREA DIFFERS FROM WHAT

IS SHOWN.
EXIST EARTH FILL

EXIST RETAINING WALL

MECH SHAFT, CMU SHALL BE
CONTINUOUS TO UNDERSIDE OF
ROOFING SHEATHING. GC TO
VERIFY LOCATION AND SIZE OF
SHAFT DOES NOT INTERFERE
WITH EXIST ROOF TRUSSES
PRIOR TO CONSTRUCTION.
NOTIFY ARCH IF INTERFERANCE
IS FOUND.

INSTALL KNOX
BOX, THIS WALL

FUTURE

OFFICE

207

CORRIDOR

206

CORRIDOR

205

STAIRS

200

1

A3.10

1 32

G

F

E

D

C

A

H

B

FUTURE

OFFICE

208

JANITOR

202

WOMENS

RSTRM

203

MENS

RSTRM

204

1
0
' -

 5
"

1
2
' -

 6
 5

/8
"

1
4
' -

 7
 1

/4
"

1
5
' -

 0
"

1
5
' -

 1
 1

/4
"

1
1
' -

 8
 3

/8
"

1
1
' -

 1
 3

/4
"

9
0
' -

 6
 1

/4
"

EQ EQ

NEW CONCRETE WALK THIS AREA, SEE ARCHITECTURAL SITE PLAN

2X CEDAR
TRELLIS BELOW

CONCRETE ADA
RAMP BELOW

2

A3.10

A5.10

1 Sim

0G4

0G4

0G4

0G4

0G4

0G4

0G4

0G4

07

03

08

04

EXT WALL SCONCE,
SEE BLDG ELEV, TYP

A9.10

2

05

06

06

C

B

B

B

B

B

BBB

4
' -

 5
"

E
Q

E
Q

E
Q

E
Q

E
Q

E
Q

E
Q

E
Q

16' - 6 1/4" 16' - 6 1/4" 6' - 8"

B B

ENTRY

VESTIBULE

201

8' - 11 1/4"
1' - 2 5/8"

9
' -

 0
"

7
' -

 6
 1

/8
"

1
6
' -

 8
"

5' - 0 5/8" NEW WALL TO BE
PARRALLEL TO EXIST
EXTERIOR WALL

NEW WALL TO BE
PARRALLEL TO EXIST
EXTERIOR WALL

2
 1

/2
"

5
' -

 5
 3

/8
"

5
' -

 1
 1

/4
"

5' - 0 5/8" 17' - 1 5/8"

5' - 1 1/4" 7' - 9 7/8"

9
 1

/8
"

FILL IN EXIST DOOR W/ EXTERIOR
WALLS SYSTEM WS-01

A2.10

2

A2.103

A2.10

1

EXCEPT FOR
INSTALLATION OF
NEW SPRINKLERS

THROUGH-OUT, THIS
AREA OF EXISTING

BLDG NOT IN SCOPE
OF WORK

4' - 0 3/8" 5' - 11 5/8" 10' - 0"

09

CENTER COLUMN LINES
ON EXIST EXTERIOR
PIER, TYP. FIELD VERIFY
LOCATION OF EXIST PIER

3
' -

 4
 1

/2
"

NEW FLOOR FS-02 THIS AREA.
ALIGN FFE W/ ADJACENT FS-01 FFE,
SEE STRUCT DWGS

GENERAL NOTES
1. ALL DIMENSIONS ARE GIVEN TO FACE OF

MASONRY WALLS, FACE OF STUD, AND
CENTERLINE OF STRUCTURAL COLUMNS, UNO.
ALL DIMENSIONS MARKED "CLEAR" SHALL BE
MAINTAINED.

2. "ALIGN" SHALL MEAN TO ACCURATELY LOCATE
FINISH FACES IN THE SAME PLANE.

3. "SIMILAR" MEANS COMPARABLE
CHARACTERISTICS FOR THE CONDITIONS
NOTED.  VERIFY DIMENSIONS AND
ORIENTATION ON PLANS AND ELEVATIONS

4. FULL NFPA 13 SPRINKLER SYSTEM SHALL BE
INSTALLED THROUGH-OUT ENTIRE BUILDING AS
PART OF THIS RENOVATION. THIS AREA SHALL
INCLUDE CURRENTLY OCCUPIED AREA OUTSIDE
OF EXISTING THEATER SPACE AS WELL AS
THEATER SPACE SHOWN ON PLANS
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RENOVATED
FLOOR PLANS
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Fort Mill
Theater

Renovation-
Phase I
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FOR CONSTRUCTION

scale:  1/4" = 1'-0"1 LEVEL 1  FLOOR PLANscale:  1/4" = 1'-0"2 NEW LEVEL 2 FLOOR PLAN
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1 32

G

F

E

D

C

A

H

B

A5.10

2

A1.21

1

MENS
RSTRM

104

WOMENS
RSTRM

103

JANITOR

102

STAIRS

100

ENTRY
VESTIBULE

101

FUTURE
OFFICE

105

WD BRACKET ABOVE
STOREFRONT, SEE BLDG
ELEV, TYP

EXT WALL SCONCE, SEE
BLDG ELEV, TYP

OPEN TO
STRUCTURE ABOVE

THIS AREA OF
EXIST BLDG NOT IN

SCOPE OF WORK

NEW SUSPENDED LIGHT, SEE ELECT DWGS

SPRINKLER
RISER

209

1 32

G

F

E

D

C

A

H

B

A5.10

2 Sim

(9' - 6")

(9' - 6")

(9' - 6")

(9' - 0")

(9' - 0")

A1.21

2

CORRIDOR

206

CORRIDOR

205

CORRIDOR

205

MENS
RSTRM

204

WOMENS
RSTRM

203

JANITOR

202

STAIRS

200

FUTURE
OFFICE

207

FUTURE
OFFICE

208

3' - 6"

8
' -

 0
"

DARK BRONZE PREFAB
MTL CANOPY, CENTER
ABOVE STOREFRONT,
TYP. SEE BLDG ELEV

OPEN TO STRUCTURE
ABOVE

OPEN TO
STRUCTURE ABOVE

GYP BOARD SOFFIT OVER 2X6 WD STUDS

GYP BOARD SOFFIT OVER 2X6 WD STUDS

NEW 5/8" GWB
ATTACHED TO
UNDERSIDE OF

STRUCTURE ABOVE

ENTRY
VESTIBULE

201

(9' - 0")

THIS AREA OF
EXIST BLDG NOT IN

SCOPE OF WORK

PER LOCAL CODE
ENFORCEMENT, A

VARIANCE HAS BEEN
GRANTED TO ALLOW FOR
CANOPY OVERHANGS IN

THIS WALL
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RENOVATED
REFLECTED
CEILING PLANS
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3

C

B

1' - 0"

1
' -

 0
"

1' - 0"

1
' -

 0
"

3
' -

 4
"

1
' -

 6
"

2' - 5 3/4" 1' - 6"

(9' - 0")

(8' - 6")

ENTRY
VESTIBULE

101

2

A

1
' -

 1
1
 5

/8
"

1
' -

 0
"

1
' -

 0
"

1
' -

 0
"

2' - 8 7/8" 1' - 0" 1' - 0"2' - 4"

(9' - 6")

(9' - 0")

PRFAB MTL CANOPY, CENTER ABOVE
STOREFRONT, SEE BLDG ELEV

3
' -

 6
"

9' - 0"

EXT SCONCE, SEE BLDG ELEV

(9' - 6")

ENTRY
VESTIBULE

201

CORRIDOR

206

RCP LEGEND

5/8" GYPSUM BOARD CEILING- PAINT

WHITE 2X2 SUSPENDED CEILING GRID
WITH WHITE FINE TEXTURE TEGULAR
EDGE CEILING TILES

2X2 RECESSED LIGHT FIXTURE

RECESSED CAN LIGHT FIXTURE

WALL MOUNTED LIGHT FIXTURE
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ENLARGED
RENOVATED
REFLECTED
CEILING PLANS

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

scale:  1/2" = 1'-0"1 ENLARGED LEVEL 1 VESTIBULE RCP

scale:  1/2" = 1'-0"2 ENLARGED LEVEL 2 VESTIBULE RCP
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EXIST LVL 1
624' - 4 3/16"

NEW LVL 2
636' - 1 3/16"

UNDERSIDE OF
EXIST CLNG
646' - 6"

1 32

1
0
' -

 4
 3

/4
"

1
1
' -

 9
"

LVL WOOD BEAM & TIMBER COLUMN SYSTEM. SEE
STRUCT DWGS, TYP

EXIST WD BOW TRUSS. REMOVE EXIST
CEILING, REPAIR TRUSSES AS REQ'D

EXIST MEMBRANE ROOFING, REPAIR AS REQ'D

2

A3.10

MENS
RSTRM

204

MENS
RSTRM

104

CORRIDOR

205

FUTURE
OFFICE

207

FUTURE
OFFICE

105

FS-01

NEW FLOOR SYSTEM

THIS PART OF
EXIST BLDG NOT IN

SCOPE OF WORK

EXIST LVL 1
624' - 4 3/16"

NEW LVL 2
636' - 1 3/16"

UNDERSIDE OF
EXIST CLNG
646' - 6"

1

A3.10

GFEDCA HB

EXIST WD TRUSS ROOF

EXIST EXT WALL

EXIST EXT WALL

ENTRY
VESTIBULE

201

FUTURE
OFFICE

208

CORRIDOR

206

FUTURE
OFFICE

207

FUTURE
OFFICE

105

FS-01

NEW FLOOR SYSTEM

1
0
' -

 4
 3

/4
"

1
1
' -

 9
"

EXIST EARTH FILL
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RENOVATED
BUILDING
SECTIONS
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NEW ALUM STOREFRONT

STRUCTURAL MTL STRAP, SEE
STRUCT DWGS, PNT BLACK

2X RED CEDAR TIMBER BEAM

2

A4.10

1' - 0" 1' - 0" 1' - 0" 1' - 0" 1' - 0" 1' - 0"

STL BRACKET BEHIND BEAM,
BOTH ENDS, PNT BLACK

2X RED CEDAR, TYP

STL BRACKET @ EACH END, SECURE
TO EXIST STRUCTURE AS REQ'D, PAINT
BLACK, SEE STRUCT DWGS

RED CEDAR TIMBER BEAM, BOLT TO
STL PLATE, SEE STRUCT DWGS

2X RED CEDAR , SECURE TO TIMBER
BEAM, SEE STRUCT DWGS

EXIST EXTERIOR WALL

NEW ALUM STOREFRONT

1' - 8"2"

4
"

8
"

4 1/2" 8"

6" 3 1/2"

9
"

8
 1

/4
"

3
"

2"

STL BRACKET @ EACH END
SECURED TO STRUCTURE,
PAINT BLACK. SEE STRUCT
DWGS

RED CEDAR TIMBER BEAM,
BOLT TO STL PLATE, SEE
STRUCT DWGS

2X RED CEDAR, SECURE TO
TIMBER BEAM, SEE STRUCT
DWGS

EXIST LVL 1
624' - 4 3/16"

G

EQ EQ

7
' -

 0
"

EXIST BRICK PIER

NEW WALL SCONCE

ADA RAMP W/ LOW WALL
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PLAN AND
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DETAILS
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scale:  1" = 1'-0"1 ENLARGED WD BRACKET ELEVATIONscale:  1 1/2" = 1'-0"2 WD BRACKET DETAILscale:  1 1/2" = 1'-0"3 WD BRACKET PERSPECTIVE
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No. Description Date



1

F

E

D

MENS
RSTRM
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RSTRM
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JANITOR
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1
0
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2
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1
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1
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9
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"

2
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"

1
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9
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"

3
 1

/2
"

1
0
' -

 3
 3

/8
"

1
1
 5

/8
"

2
' -

 9
 1

/8
"

9
 5

/8
"

9' - 3 1/8"

6' - 0 5/8" 1' - 7 1/2" 1' - 7"

0G1

0G1

0F1
0G3

0G2

0G4

0G2

0F2

0G3

C
L
R

5
' -

 1
"

C
L
R

5
' -

 1
"

CLR

5' - 1" 3' - 9"

CLR

5' - 1" 3' - 9"

1' - 6"

06

06

05

TA-1

TA-2

TA-2

TA-7

TA-5

TA-4

TA-3

TA-6

TA-3

TA-4

TA-5

TA-6

TA-9

TA-3
TA-8

TA-2

TA-2

TA-7

MOP SINK, SEE PLUMB DWGS

TA-10

TA-10

1' - 6"

TA-11

TA-11

TA-11

TA-10

TA-11

TA-10

1' - 6"
1' - 6"

TA-7

TA-7

EQ EQ1' - 6"

A5.10

3

4

6

5

A5.10

3 Sim

5

S
im

4

S
im

6 Sim

ELECTRIC WATER COOLER

FLOOR DRAIN, SLOPE FLOOR ALL
DIRECTIONS TOWARDS DRAIN

FLOOR DRAIN, SLOPE FLOOR ALL
DIRECTIONS TOWARDS DRAIN

FLOOR DRAIN, SLOPE FLOOR ALL
DIRECTIONS TOWARDS DRAIN

E
Q

E
Q

TA-1

0F1 0G1

0F2

0F1

1M0
1M1 1M1

1M1ALIGN

5' - 7 1/8" 3' - 7 1/2"

MECH SHAFT, CMU SHALL BE
CONTINUOUS TO UNDERSIDE
OF ROOFING SHEATHING

6
"

3
' -

 4
"

2
"

4
' -

 0
"

1' - 6"

TA-7

TA-7

TA-11

TA-2 TA-2

TA-11

TA-1

WALL SCONCE,
SEE ELECT DWGS

6
' -

 8
"

CERAMIC WALL TILE, TYP

8

A5.10

Sim

EXIST BRICK WALL, CLEAN AND
REPAIR AS REQ'D

A5.10

8 Sim

2
"

3
' -

 4
"

6
"

4
' -

 0
"

CERAMIC WALL TILE, TYP

2
"

3
' -

 4
"

6
"

4
' -

 0
"

CERAMIC WALL TILE, TYP

1

F

E

D

(8' - 0")

(9' - 0")

(9' - 0")

(8' - 6")

(9' - 0")

JANITOR

102

WOMENS
RSTRM

103

MENS
RSTRM

104

ALIGN

ALIGN

RCP LEGEND

5/8" GYPSUM BOARD CEILING- PAINT

WHITE 2X2 SUSPENDED CEILING GRID
WITH WHITE FINE TEXTURE TEGULAR
EDGE CEILING TILES

2X2 RECESSED LIGHT FIXTURE

RECESSED CAN LIGHT FIXTURE

WALL MOUNTED LIGHT FIXTURE

TA-1

4
' -

 1
1
 1

/2
"

1
' -

 7
"

TA-3

2
' -

 9
"

TA-8/9 TA-7

3
' -

 4
"

1' - 0"

3' - 0"

1' - 6"

2
' -

 1
0
"

2
' -

 1
0
"

3' - 6" 1' - 0"

3' - 4"

1
' -

 6
"

3
' -

 4
"

1' - 6" 2' - 0"

PER ANSI 117.1: TOILET
PAPER DISPENSORS @ ADA &
TYP TOILETS SHALL BE
MOUNTED IN THIS AREA, TYP

TA-6

TA-5

TA-4

1
' -

 5
"

1
' -

 6
"

URINAL ADA & TYP TOILET

1
' -

 6
"

1
 1

/2
"

1
' -

 1
 7

/8
"

6"

9
"

2
' -

 3
"

8"

2
' -

 5
"

5
"

2
' -

 1
0
"

2' - 0"

4
"

1
0
"

PROVIDE BLOCK AS REQ'D
FOR LAV FRAME SUPPORT

PROVIDE SEALANT @ ALL
INTERFACE CONDITIONS

CONT P-LAM BACKSPLASH

COUNTERTOP-  SOLID
SURFACE ON 3/4" MARINE
GRADE PLYWOOD

SKIRT-  PLAM ON 3/4"
MARINE GRADE PLYWOOD

PROVIDE 3/4" MARINE
GRADE PLYWOOD
STAINED END PANEL @
EXPOSED ENDS

2X4 PT WD FRAMING

KEYED LOCK FOR
REMOVABLE APRON
PANEL

2X2X1/8" PAINTED MTL FRAME, ALL
CORNERS WELDED. BOLT TO WD
FRAME, BLOCKING, AND WD STUDS.
SEE ENLARGED PLAN FOR
LOCATIONS

APRON- PLAM ON 3/4" MARINE
GRADE PLYWOOD
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ENLARGED
RESTROOM
PLANS, ELEV, &
DETAILS

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

scale:  1/2" = 1'-0"1 TYP RESTROOM ENLARGED PLAN

TOILET ACCESORY SCHEDULE

Type Mark Description

TA-1 Bobrick B-43944 Recessed Paper Towel Dispenser And Waste Receptacle

TA-2 Bobrick B-828 Counter Mounted Automatic Foam Soap Dispenser

TA-3 Bobrick B-4288 Surface Mounted Multi-roll Toilet Tissue Dispenser

TA-4 1 1/4" Diameter Stainless Steel Grab Bars with Snap Flange

TA-5 1 1/4" Diameter Stainless Steel Grab Bars with Snap Flange

TA-6 1 1/4" Diameter Stainless Steel Grab Bars with Snap Flange

TA-7 Bobrick B-290 1836 Welded Frame Mirror

TA-8 Bobrick B-254 Surface Mounted Sanitary Napkin Disposal

TA-9 Bobrick B-353 Recessed Sanitary Napkin Disposal

TA-10 Caxton® undercounter lavatory

TA-11 Selectronic Integrated Electronic Proximity Lavatory Faucet

scale:  1/2" = 1'-0"3 RSTRM ELEV Ascale:  1/2" = 1'-0"4 RSTRM ELEV B

scale:  1/2" = 1'-0"6 RSTRM ELEV C scale:  1/2" = 1'-0"5 RSTRM ELEV D

scale:  1/2" = 1'-0"2 TYP RESTROOM ENLARGED RCP

scale:  3/4" = 1'-0"7 TYP MOUNTING HEIGHTS

scale:  1 1/2" = 1'-0"8 TYP LAVATORY SECTION

No. Description Date



* ENERGY SUMMARY CALCULATED USING GAURDIAN
SUNGUARD SN54 (ARGON FILLED), CLEAR

GLASS TYPES

1" INSULATED LOW E GLASS

1/4" TEMPERED GLASS

1" INSULATED LOW E GLASS, TEMPERED

G1

G2

G3

1/4" 1 HOUR WIRELESS FIRE RATED GLASS- GLASS
TO BE SAFETY RATED FOR CODE COMPLIANT USE IN
DOORS AND ADJACENT SIDELIGHTS/ TRANSOMS

G4

TYPE A

G3

4" 4"

4
"

8
"

TYPE B

*NOTE: STOREFRONT TO BE DARK
BRONZE ANODIZE FINISH

G4
IN FIRE
RATED DOOR

TYPE A

2
"

2"SEE DOOR SCHEDULE
2"

S
E

E
 S

C
H

E
D

U
L
E

SEE WALL TYPES

ALUM FRAME

* JAMB SIM

SEALANT & BACKER
ROD, BOTH SIDES

SEE WALL TYPES

HOLLOW METAL FRAME;
REF. SCHED.

* JAMB SIM

1/2"

2
"

8" CMU, SEE WALL SYSTEM

HM DOOR FRAME*JAMB SIM

CONT SEALANT, BOTH SIDESEQ EQ

ALUM STOREFRONT DOOR

CONCRETE SLAB ON GRADE

SLOPING
CONCRETE
WALKWAY

ALUM
STOREFRONT
THRESHOLD

BACKER ROD &
SEALANT AT SHIMS

STOREFRONT FRAME
BACKER ROD & SEALANT

NEW ANGLE, SEE
STRUCT DWGS

EXIST BRICK EXTERIOR WALL

EQ EQ

BACKER ROD & SEALANT

BACKER ROD &
SEALANT AT SHIMS

STOREFRONT FRAME

EXIST BRICK EXTERIOR WALL

E
Q

E
Q

NEW STL ANGLE

CONT SILL FLASHING

SEALANT & BACKER ROD
SHIM AS REQ'D

CONT SEALANT

EXIST BRICK
EXTERIOR WALL

EQ EQ

A

G2 G2

2"
8"

2"
6' - 0"

2"
8"
2"

2
"

4
' -

 1
0
"

2
"

1
' -

 1
0
"

2
"

V
E

R
IF

Y
 I
N

 F
IE

L
D

7
' -

 2
"

VERIFY IN FIELD

8' - 0"

9

A6.10

Sim

8

A6.10

Sim

*NOTE: STOREFRONT TO BE DARK
BRONZE ANODIZE FINISH

G2 G2

2
' -

 0
"

2
"

2
' -

 5
"

2
"

2
' -

 5
"

2
"

5
' -

 4
"

2"

2' - 0"
2"

2' - 0"
2"

2' - 0"
2"

6' - 8"

B

G1

G1 G1 G1

G1G1

9

A6.10

Sim

8

A6.10

Sim

7

A6.10

Sim

C

G2

G2 G2 G2

G2

2
"

4
' -

 1
0
"

2
"

8
" 2
"

2"
2' - 2"

2"
3' - 0"

2"
2' - 2"

2"

8' - 0"

9

A6.10

Sim

8

A6.10

Sim

G2 G2

8
' -

 0
"

2
"

8
"

2
"

4
' -

 1
0
"

2
"

1
' -

 1
0
"

2
"

D

G2

G2 G2

9

A6.10

Sim

8

A6.10

Sim

2"
3' - 0"

2"
10"
2"

4' - 4"

G2

E

2"
2' - 2"

2"
3' - 0"

2"
2' - 2"

2"

8' - 0"

2
"

4
' -

 1
0
"

2
"

1
' -

 1
0
"

2
"

7
' -

 2
"

G4 G4

STOREFRONT FRAME &
GLASS TO BE 1 HOUR FIRE

RATED

3

A6.10

Sim

3

A6.10

Sim

G4 G4
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DOOR
SCHEDULES,
STOREFRONT
ELEV, & DTLS

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

DOOR SCHEDULE

MARK

DOOR FRAME

LABEL
HW SET

NO.
COMMENTSSIZE DOOR

TYPE
MATL

DOOR
FINISH

 TYPE
ELEV

MATL FINISH
DETAIL

PAIR W H HEAD JAMB

00 3' - 0" 6' - 8" A HM PNT A HM PNT 1/A6.10 SIM 1/A6.10 SIM -- --
DOOR TO BE INSULATED. PROVIDE ADA COMPLIANT HARDWARE AND LOCK,
THRESHOLD, & SEALS

01 Y 6' - 0" 7' - 0" B ALUM ALUM SF ALUM SF
PER SF
MANUF

PER SF
MANUF

-- --
PROVIDE ADA COMPLIANT PUSH & OFFSET DOOR PULL COMBO, CLOSURE,
LOCK, THRESHOLD, SWEEP, & SEALS. DOOR SHALL REMAIN OPERABLE ON
EGRESS SIDE WHEN LOCKED

02 3' - 0" 7' - 0" B ALUM ALUM A ALUM SF
PER SF
MANUF

PER SF
MANUF

60 MIN --
PROVIDE ADA COMPLIANT HARDWARE & EXTERIOR LOCK. DOOR SHALL
REMAIN OPERABLE FROM EGRESS SIDE WHEN LOCKED

03 3' - 0" 6' - 8" A HM PNT A HM PNT 1/A6.10 1/A6.10 60 MIN -- PROVIDE ADA COMPLIANT HARDWARE

04 3' - 0" 7' - 0" B ALUM ALUM SF ALUM SF
PER SF
MANUF

PER SF
MANUF

-- --
PROVIDE ADA COMPLIANT PUSH & OFFSET DOOR PULL COMBO, CLOSURE,
LOCK, THRESHOLD, SWEEP, & SEALS. DOOR SHALL REMAIN OPERABLE ON
EGRESS SIDE WHEN LOCKED

05 3' - 0" 6' - 8" A SOLID WD STND A HM PNT 2/A6.10 2/A6.10 -- -- PROVIDE ADA COMPLIANT HARDWARE & LOCK

06 3' - 0" 6' - 8" A SOLID WD STND A HM PNT 2/A6.10 2/A6.10 -- -- PROVIDE ADA COMPLIANT HARDWARE

07 3' - 0" 6' - 8" A SOLID WD STND A HM PNT 2/A6.10 2/A6.10 -- -- PROVIDE ADA COMPLIANT HARDWARE & LOCK

08 3' - 0" 6' - 8" A SOLID WD STND A HM PNT 2/A6.10 2/A6.10 -- -- PROVIDE ADA COMPLIANT HARDWARE & LOCK

09 3' - 0" 7' - 0" B ALUM ALUM SF ALUM SF
PER SF
MANUF

PER SF
MANUF

-- --
PROVIDE ADA COMPLIANT PUSH & OFFSET DOOR PULL COMBO, CLOSURE,
& THRESHOLD

scale:  1/2" = 1'-0"4 DOOR TYPES

scale:  1/2" = 1'-0"5 FRAME TYPES

scale:  1 1/2" = 1'-0"3 INT ALUM HEAD- TYP WALL

scale:  1 1/2" = 1'-0"2 INT HM HEAD- TYP WALL

scale:  1 1/2" = 1'-0"1 DR HEAD @ CMU -  INTERIORscale:  1 1/2" = 1'-0"6 EXTERIOR STOREFRONT DOOR SILL

scale:  1 1/2" = 1'-0"9 SF HEAD @ BRICK

scale:  1 1/2" = 1'-0"8 SF JAMB @ BRICK

scale:  1 1/2" = 1'-0"7 SF SILL @ BRICK

scale:  3/8" = 1'-0"10 STOREFRONT ELEVATIONS

FLOOR ELEVATION

No. Description Date



UP

DN

32

C

1

A9.11

03

11' - 6 1/4" 4' - 0" 6' - 0"

1M2

1M2

1M2

EXIST EXT WALL

1G4

STAIRS

100

ENTRY
VESTIBULE

101

FUTURE
OFFICE

105

3' - 10 1/2" 11"

13 TREADS @ 11"

11' - 11" 1' - 0"

11"

1 1/2" DIAMETER RAIL
TO IMPEDE ACCESS TO

REDUCED VERT
CLEARANCE AREA

1' - 10"

8"

1
0
' -

 6
 5

/8
"

4
' -

 1
"

32

C

1

A9.11

03

1M2

1M2

1M2

4
"

5
' -

 8
"

5
' -

 6
 1

/4
"

ALIGN

STAIRS

200

EXIST EXT WALL

CLR

3' - 10"

C
L
R

3
' -

 1
0
"

C
L
R

3
' -

 1
0
"

1' - 0"

11"1' - 0"

1
' -

 0
 1

/2
"

6 TREADS @ 11"

5' - 6"

0G4

0G4

8" 21' - 6 1/4"

STL PAN CONC
FILL STAIR

LANDING
SUPPORTED BY
STL CHANNELS

STL PAN CONC
FILL STAIR

STRINGER
BEYOND

STL PAN CONC FILL STAIR LANDING
SUPPORTED BY STL CHANNELS

1 1/2" DIAMETER
WALL MOUNTED

HANDRAIL

1" TYP

3
' -

 0
" 

T
O

 T
O

P
 O

F
 H

A
N

D
R

A
IL11"3

' -
 0

" 
T

O
P

 O
F

 H
A

N
D

R
A

IL1' - 0"

1/2" VERTICAL PICKETS
4" O.C., TYP

1 1/2" PIPE RAIL VERT
SUPPORT, TYP

STL PAN CONC FILL STAIR
LANDING SUPPORTED BY
STL CHANNELS

STL PAN CONC FILL STAIR
SYSTEM

STRINGER BEYOND

1 1/2" PIP RAILS , TYP

1 1/2" PIP RAILING SUPPORTED ON STRINGER

1" TYP

3
' -

 0
" 

T
O

P
 O

F
 H

A
N

D
R

A
IL

3
' -

 6
" 

T
O

P
 O

F
 G

A
U

R
D

 R
A

IL

2
"

1 1/2" DIAMETER PIPE RAILING
SUPPORTED ON STRINGER, PNT

1/2" VERT PICKETS
@ 4" O.C., PNT

STL PAN CONC FILL
STAIR LANDING
SUPPORTED BY STL
CHANNELS, PNT

3
' -

 6
"

4
"

2
"

3
' -

 0
 1

/2
"

2
" 

M
IN

1 1/2"

1 1/2" DIAMETER HANDRAIL
SUPPORTED ON GAURD RAIL

1 1/2" DIAMETER
GUARDRAIL TOP RAIL,

SUPPORT ON STRINGER

1/2" VERTICAL PICKETS @ 4" O.C.

1 1/2" DIAMETER BOTTOM RAIL

STL PAN CONC FILL STAIR TREAD

3
' -

 0
" 3
' -

 6
"

4
"

1 1/2" DIAMETER
INTERMEDIATE RAIL

1 1/2" DIAMETER HANDRAIL W/
WALL SUPPORT ANCHORS

1 1/2"

3
' -

 0
"

2
"
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ENLARGED STAIR
PLANS & DETAILS

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
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FOR CONSTRUCTION

scale:  1/2" = 1'-0"1 ENLARGED STAIR PLAN- LVL 1

scale:  1/2" = 1'-0"2 ENLARGED STAIR PLAN- LVL 2

scale:  1" = 1'-0"3 STAIR DETAIL A

scale:  1" = 1'-0"4 STAIR DETAIL B

scale:  1" = 1'-0"5 STAIR DETAIL C

scale:  1" = 1'-0"6 STAIR DETAIL D

No. Description Date



EXIST LVL 1
624' - 4 3/16"

NEW LVL 2
636' - 1 3/16"

UNDERSIDE OF
EXIST CLNG
646' - 6"

32

EXIST EXT WALL

EXIST ROOF TRUSS

1M2

1M2

CORRIDOR

206

FUTURE
OFFICE

105

STAIRS

200

STAIRS

100

1
1
' -

 9
"

A9.10

4 Sim

6

A9.10

Sim

2
' -

 3
"

1 1/2" DIAMETER RAIL
TO IMPEDE ACCESS TO
REDUCED VERT
CLEARANCE AREA

NEW WALL SCONCE, SEE ELECT DWGS

NEW WALL SCONCE, SEE ELECT DWGS NEW WALL SCONCE, SEE ELECT DWGS

NEW STOREFRONT, SEE RENOVATED FLOOR PLANS

NEW 5/8" GWB OVER 2X FURRING STRIPS
ATTACHED TO EXIST ROOF TRUSS

CMU SHALL BE CONTINUOUS TO
UNDERSIDE OF ROOF SHEATHING,TYP
ALL SIDES OF STAIR
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STAIR SECTIONS
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FOR CONSTRUCTION

scale:  1/2" = 1'-0"1 STAIR SECTION A

No. Description Date



A2.103

3

G

F

E

D

C

H

B

ENTRY
VESTIBULE

101

STAIRS

100

FUTURE
OFFICE

105

2

A9.12

1 1/2" CIRCULAR CONT HANDRAIL

5
' -

 0
"

3
0
' -

 0
"

5
' -

 0
"

2
5
' -

 9
"

3
' -

 3
 3

/4
"

1
' -

 0
"

1
' -

 0
"

1
' -

 0
"

1
' -

 0
"

1 1/2" CIRCULAR CONT
HANDRAIL, SECURE TO
EXIST EXT WALL AS REQ'D

NEW CONCRETE RAMP LANDING

NEW CONCRETE RAMP LANDING

NEW 4" CONCRETE RAMP LANDING
OVER 4" COMPACTED GRAVEL FILL

CLR

4' - 9"

EXIST EXT WALL

LOW WALL BELOW, SEE SECT

5' - 0"

HANDRAIL EXTENSION, TYP

HANDRAIL EXTENSION, TYP

R
A

M
P

 D
W

N
, 
S

L
O

P
E

 1
"/

1
2
"

R
A

M
P

 D
W

N
, 
S

L
O

P
E

 1
"/

1
2
"

ADA COMPLIANT CONCRETE SLAB
ON GRADE RAMP. TOTAL RAMP
RISE= 4' - 7 3/4" +/-, GC TO FIELD
VERIFY AND ADJUST RAMP RUN
ACCORDINGLY. RAMP RISE/RUN
SHALL NOT EXCEED 1"/12"

01

AE2.103 AD2.103

0
0

SPRINKLER
RISER

209

EXIST RETAINING WALL

EXIST LVL 1
624' - 4 3/16"

NEW LVL 2
636' - 1 3/16"

3

A9.12

3

3
' -

 0
"

3
' -

 0
"

CONT 1 1/2" CIRCULAR HANDRAIL, PNT

EXIST EXT WALL

1 1/2"

5' - 1 5/8"

4" CMU, GROUT SOLID

MORTAR PER MANUF REQ'MNTS

MANUF STONE VENEER

MANUF STONE VENEER

1 1/2" VERT PIPE SUPPORT AS
REQ'D, SPACE EQUALLY

ALONG HANDRAIL LENGTH,
PNT TO MATCH HANDRAIL

FLASHING PER MANUF REQ'MNTS

COMPRESSIBLE FILLER

4" CONCRETE RAMP

4" COMPACTED
GRAVEL FILL CONT CONCRETE FOOTING

1
' -

 4
"
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ADA RAMP PLAN,
SECTION, &
DETAILS
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FOR CONSTRUCTION

scale:  1/4" = 1'-0"1 ENLARGED ADA RAMP PLANscale:  1/2" = 1'-0"2 ADA RAMP SECTIONscale:  1" = 1'-0"3 ADA RAMP SECT DTL

No. Description Date



UP

DN

EXCEPT FOR
INSTALLATION OF NEW

SPRINKLERS THROUGH-
OUT, THIS AREA OF

EXISTING BLDG NOT IN
SCOPE OF WORK

SEALED CONCRETE

UNFINISHED CONCRETE

FUTURE
OFFICE

105

ENTRY
VESTIBULE

101

STAIRS

100

MENS
RSTRM

104

WOMENS
RSTRM

103

JANITOR

102

EXCEPT FOR
INSTALLATION OF
NEW SPRINKLERS

THROUGH-OUT, THIS
AREA OF EXISTING

BLDG NOT IN SCOPE
OF WORK

SEALED CONCRETE

UNFINISHED CONCRETE

UNFINISHED CONCRETE

FUTURE
OFFICE

207

CORRIDOR

206

CORRIDOR

205

STAIRS

200

FUTURE
OFFICE

208

MENS
RSTRM

204

WOMENS
RSTRM

203

JANITOR

202

ENTRY
VESTIBULE

201

FLOOR FINISH LEGEND

CARPET TILE

CERAMIC TILE
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FLOOR FINISH
PLANS

152960

Fort Mill
Theater

Renovation-
Phase I

100 Main Street
Fort Mill, SC 29715

04/08/16

FOR CONSTRUCTION

scale:  1/4" = 1'-0"1 LEVEL 1  FINISH PLANscale:  1/4" = 1'-0"2 NEW LEVEL 2 FINISH PLAN

No. Description Date
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GENERAL REQUIREMENTS: 1.	GENERAL AND SPECIAL CONDITIONS:  GENERAL AND SPECIAL CONDITIONS ARE GENERAL AND SPECIAL CONDITIONS:  GENERAL AND SPECIAL CONDITIONS ARE HEREBY MADE AN INTEGRAL PART OF THIS DIVISION OF THE SPECIFICATIONS INSOFAR AS SAME ARE APPLICABLE TO THE WORK UNDER THIS DIVISION AND UNLESS OTHERWISE SPECIFIED. 2.	SCOPE:  PROVIDE ALL LABOR, MATERIALS, AND EQUIPMENT REQUIRED FOR THE SCOPE:  PROVIDE ALL LABOR, MATERIALS, AND EQUIPMENT REQUIRED FOR THE COMPLETION AND OPERATION OF ALL SYSTEMS IN THIS SECTION OF WORK. 3.	CODE COMPLIANCE:  ALL WORK SHALL COMPLY WITH THE REQUIREMENTS OF ALL CODE COMPLIANCE:  ALL WORK SHALL COMPLY WITH THE REQUIREMENTS OF ALL AUTHORITIES HAVING JURISDICTION, BUILDING DEPARTMENTS, AND DEPARTMENT OF HEALTH.  APPLICABLE NATIONAL, STATE, AND LOCAL CODES, LAWS, AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF THIS WORK SHALL BE INCORPORATED INTO AND MADE A PART OF THESE CONTRACT DOCUMENTS AND SPECIFICATIONS.  THE CONTRACTOR IS TO NOTIFY THE ARCHITECT/ENGINEER OF ANY WORK OR MATERIALS WHICH VIOLATE ANY OF THE ABOVE CODES, LAWS, OR REGULATIONS.  ANY WORK DONE BY THE CONTRACTOR CAUSING SUCH A VIOLATION SHALL BE CORRECTED AT THE CONTRACTOR'S EXPENSE AND AT NO EXPENSE TO THE OWNER. 4.	PERMITS:  APPLY FOR AND PAY FOR ALL NECESSARY PERMITS, FEES, AND PERMITS:  APPLY FOR AND PAY FOR ALL NECESSARY PERMITS, FEES, AND INSPECTIONS REQUIRED BY ANY PUBLIC AUTHORITY HAVING JURISDICTION. 5.	WARRANTY:  PROVIDE ALL MATERIALS AND EQUIPMENT UNDER THIS SECTION OF WARRANTY:  PROVIDE ALL MATERIALS AND EQUIPMENT UNDER THIS SECTION OF THE SPECIFICATIONS WITH A ONE YEAR WARRANTY FROM THE DATE OF ACCEPTANCE OF WORK BY THE OWNER. 6.	COORDINATION:  VERIFY ALL ROUGH-IN LOCATIONS AND COORDINATE PIPING AND COORDINATION:  VERIFY ALL ROUGH-IN LOCATIONS AND COORDINATE PIPING AND EQUIPMENT LOCATIONS WITH WORK UNDER OTHER DIVISIONS OF THE SPECIFICATIONS TO AVOID CONFLICTS.  CONTRACTOR MUST COORDINATE WITH OTHER TRADES FOR ALL STRUCTURES, PIPING, CONDUIT, DUCTWORK, LIGHTING, ETC TO PROPERLY BE INSTALLED.  ANY CONFLICTS SHALL BE RESOLVED AT NO EXPENSE TO THE OWNER.  COORDINATE INSTALLATION OF ALL PLUMBING PIPING AT CMU WALLS SO THAT THE PIPING IS PLACED IN WALL DURING CMU WALL CONSTRUCTION.  CUTTING AND PATCHING OF CMU WALLS IN PLACE WILL NOT BE PERMITTED. 7.	FIELD VERIFICATION:  FIELD VERIFY EXISTING CONDITIONS BEFORE STARTING FIELD VERIFICATION:  FIELD VERIFY EXISTING CONDITIONS BEFORE STARTING CONSTRUCTION AND NOTIFY THE ARCHITECT/ENGINEER OF RECORD OF ANY DISCREPANCIES BETWEEN THE CONSTRUCTION DOCUMENTS AND EXISTING CONDITIONS, AND/OR ANY POTENTIAL PROBLEMS OBSERVED, BEFORE CONTINUING WORK IN THE AFFECTED AREAS. 8.	PLUMBING SYSTEMS INCLUDE, BUT ARE NOT LIMITED TO: PLUMBING SYSTEMS INCLUDE, BUT ARE NOT LIMITED TO: -PLUMBING FIXTURES AND EQUIPMENT -FIRE STOPPING -DOMESTIC WATER SYSTEM -SANITARY WASTE AND VENT SYSTEM
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FIXTURES: 1.	PROVIDE COMPLETE FIXTURES AND INCLUDE SUPPLIES, STOPS, VALVES, FAUCETS, PROVIDE COMPLETE FIXTURES AND INCLUDE SUPPLIES, STOPS, VALVES, FAUCETS, DRAINS, TRAPS, TAILPIECES, ESCUTCHEONS, ETC.  EXPOSED COPPER OR BRASS MATERIALS SHALL BE CHROME PLATED. 2.	PROVIDE PERMANENTLY ATTACHED VACUUM BREAKERS FOR ALL FIXTURES TO PROVIDE PERMANENTLY ATTACHED VACUUM BREAKERS FOR ALL FIXTURES TO WHICH HOSES MAY BE CONNECTED. 3.	REFER TO ARCHITECTURAL DRAWINGS FOR MOUNTING HEIGHTS OF PLUMBING REFER TO ARCHITECTURAL DRAWINGS FOR MOUNTING HEIGHTS OF PLUMBING FIXTURES.
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FIRE STOPPING: 1.	FIRE STOP ALL PENETRATIONS, BY PIPING OR CONDUITS, OF FIRE RATED WALLS, FIRE STOP ALL PENETRATIONS, BY PIPING OR CONDUITS, OF FIRE RATED WALLS, FLOORS, AND PARTITIONS.  PROVIDE DEVICE(S) OR SYSTEM(S) WHICH HAS BEEN TESTED AND LISTED AS COMPLYING WITH ASTM E-814 AND INSTALL IN ACCORDANCE WITH THE CONDITIONS OF THEIR LISTING.  PROVIDE DEVICE(S) OR SYSTEM(S) WITH AN 'F' RATING EQUAL TO THE RATING OF THE ASSEMBLY BEING PENETRATED.
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DOMESTIC WATER PIPING: 1.	FURNISH AND INSTALL A COMPLETE SYSTEM OF DOMESTIC HOT AND COLD WATER FURNISH AND INSTALL A COMPLETE SYSTEM OF DOMESTIC HOT AND COLD WATER FROM EXISTING SUPPLIES TO ALL FIXTURES AND/OR EQUIPMENT REQUIRING DOMESTIC WATER SUPPLIES.  VERIFY LOCATION OF BEGINNING POINTS. 2.	DOMESTIC WATER PIPING:  ASTM B 88 TYPE 'L' HARD COPPER TUBE WITH WROT DOMESTIC WATER PIPING:  ASTM B 88 TYPE 'L' HARD COPPER TUBE WITH WROT COPPER FITTINGS, AND SOLDERED OR PRESSURE-SEALED JOINTS. 3.	STERILIZE DOMESTIC WATER PIPING IN ACCORDANCE WITH THE AMERICAN WATER STERILIZE DOMESTIC WATER PIPING IN ACCORDANCE WITH THE AMERICAN WATER WORKS ASSOCIATION'S SPECIFICATIONS AND LOCAL HEALTH DEPARTMENT REGULATIONS. 4.	INSULATE DOMESTIC WATER PIPING ABOVE GRADE (EXCEPT EXPOSED CONNECTIONS INSULATE DOMESTIC WATER PIPING ABOVE GRADE (EXCEPT EXPOSED CONNECTIONS TO PLUMBING FIXTURES) WITH ENGINEERED POLYMER FOAM INSULATION, OR FIBERGLASS WITH FITTING INSERTS AND PVC COVERS.  FOLLOW THIS SCHEDULE: SERVICE	PIPE SIZE	INS. THICKNESS PIPE SIZE	INS. THICKNESS INS. THICKNESS DOMESTIC HOT WATER	   ALL	     1/2"    ALL	     1/2"      1/2" DOMESTIC HOT WATER CIRCULATION	   ALL	     1/2"    ALL	     1/2"      1/2" DOMESTIC COLD WATER	   ALL	    1/2"    ALL	    1/2"     1/2" 5.	DOMESTIC WATER PIPING INSULATION, JACKETS, COVERINGS, SEALERS, MASTICS, DOMESTIC WATER PIPING INSULATION, JACKETS, COVERINGS, SEALERS, MASTICS, AND ADHESIVES SHALL NOT EXCEED A FLAME SPREAD RATING OF 25 AND A SMOKE DEVELOPED RATING OF 50 WHEN TESTED IN ACCORDANCE WITH ASTM E 84. 6.	ALL PIPE INSULATION SHALL RUN CONTINUOUSLY THROUGH FLOORS, WALLS, AND ALL PIPE INSULATION SHALL RUN CONTINUOUSLY THROUGH FLOORS, WALLS, AND PARTITIONS. 7.	SHUT-OFF VALVES SHALL BE FULL PORT, BALL TYPE.  PROVIDE SHUT-OFF SHUT-OFF VALVES SHALL BE FULL PORT, BALL TYPE.  PROVIDE SHUT-OFF VALVES ON ALL BRANCH PIPING SERVING TWO OR MORE FIXTURES, AND WHERE INDICATED ON THE DRAWINGS.  INSTALL VALVES IN A LOCATION THAT PERMITS ACCESS FOR SERVICE AND OPERATION WITHOUT DAMAGE TO THE BUILDING OR FINISHED MATERIALS.  PROVIDE ACCESS DOORS IF REQUIRED. 8.	PROVIDE DRAIN VALVES IN THE DOMESTIC HOT AND COLD WATER PIPING AT ALL PROVIDE DRAIN VALVES IN THE DOMESTIC HOT AND COLD WATER PIPING AT ALL LOW POINTS TO ALLOW FOR COMPLETE DRAINAGE OF THE SYSTEMS. 9.	PROTECT COPPER PIPING AGAINST CONTACT WITH DISSIMILAR METALS.  ALL PROTECT COPPER PIPING AGAINST CONTACT WITH DISSIMILAR METALS.  ALL HANGERS, SUPPORTS, ANCHORS, AND CLIPS SHALL BE COPPER OR COPPER-PLATED.  WHERE COPPER PIPING IS CARRIED ON IRON TRAPEZE HANGERS WITH OTHER PIPING, PROVIDE A PERMANENT ELECTROLYTIC ISOLATION MATERIAL TO PREVENT CONTACT WITH OTHER METALS. 10.	PROTECT COPPER PIPING AGAINST CONTACT WITH ALL MASONRY.  WHERE COPPER PROTECT COPPER PIPING AGAINST CONTACT WITH ALL MASONRY.  WHERE COPPER PIPING IS SLEEVED THROUGH MASONRY, PROVIDE COPPER OR RED BRASS SLEEVES.  WHERE COPPER PIPING IS CONCEALED IN OR AGAINST MASONRY PARTITIONS, PROVIDE A HEAVY COATING OF ASPHALTIC ENAMEL ON THE COPPER PIPING AND 15# ASPHALT-SATURATED FELT BETWEEN THE PIPING AND THE MASONRY PARTITION.
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WATER HAMMER ARRESTER REQUIREMENTS: 1.	PROVIDE WATER HAMMER ARRESTERS CONFORMING TO PDI-WH201 OR ASSE 1010, PROVIDE WATER HAMMER ARRESTERS CONFORMING TO PDI-WH201 OR ASSE 1010, INSTALLED PER MANUFACTURER'S SPECIFICATIONS, WHERE QUICK CLOSING VALVES ARE UTILIZED.  A QUICK CLOSING VALVE IS A VALVE OR FAUCET THAT CLOSES AUTOMATICALLY WHEN RELEASED, OR THAT IS CONTROLLED BY MECHANICAL MEANS FOR FAST-ACTION CLOSING.  REFER TO WATER HAMMER ARRESTER SCHEDULE. 2.  AS A MINIMUM, PROVIDE ONE WATER HAMMER ARRESTER FOR EACH BRANCH LINE TO EACH TOILET ROOM.
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SEISMIC REQUIREMENTS: 1.	PROPERLY SUPPORT AND BRACE VERTICALLY AND HORIZONTALLY ALL PIPING, PROPERLY SUPPORT AND BRACE VERTICALLY AND HORIZONTALLY ALL PIPING, APPARATUS, EQUIPMENT, ETC IN ACCORDANCE WITH APPLICABLE CODES TO PREVENT EXCESSIVE MOVEMENT DURING SEISMIC CONDITIONS.
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SANITARY SOIL, WASTE, AND VENT PIPING: 1.	FURNISH AND INSTALL COMPLETE SYSTEMS OF SOIL, WASTE, AND VENT PIPING  FURNISH AND INSTALL COMPLETE SYSTEMS OF SOIL, WASTE, AND VENT PIPING  FROM ALL PLUMBING FIXTURES AND/OR EQUIPMENT REQUIRING WASTE AND VENT  CONNECTIONS.  ALL SOIL, WASTE, AND VENT PIPING SHALL BE CONCEALED IN THE  BUILDING CONSTRUCTION WHERE POSSIBLE. 2.	SOIL, WASTE, AND VENT PIPING:  CISPI 301, HUBLESS, CAST IRON SOIL PIPIE AND  SOIL, WASTE, AND VENT PIPING:  CISPI 301, HUBLESS, CAST IRON SOIL PIPIE AND  FITTINGS; AND SHIELDED, STAINLESS STEEL COUPLINGS. 3.	INVERT ELEVATIONS SHALL BE ESTABLISHED AND VERIFIED BEFORE SANITARY INVERT ELEVATIONS SHALL BE ESTABLISHED AND VERIFIED BEFORE SANITARY PIPING  IS INSTALLED IN ORDER THAT PROPER SLOPES WILL BE MAINTAINED.  SLOPE SANITARY  PIPING 2-1/2" AND SMALLER AT 1/4" PER FOOT MINIMUM, AND SLOPE SANITARY PIPING  3" AND LARGER AT 1/8" PER FOOT MINIMUM. 4.	WHERE SANITARY PIPING IS EXPOSED IN TOILET ROOMS, PROVIDE CHROME-PLATED  WHERE SANITARY PIPING IS EXPOSED IN TOILET ROOMS, PROVIDE CHROME-PLATED  BRASS PIPING WITH MATCHING STOPS AND ESCUTCHEONS.  PROVIDE REMOVABLE TRAPS  WITH INTEGRAL CLEANOUT PLUG FOR ALL LAVATORIES. 5.	INSTALL CLEANOUTS IN A LOCATION THAT PERMITS ACCESS FOR SERVICE WITHOUT  INSTALL CLEANOUTS IN A LOCATION THAT PERMITS ACCESS FOR SERVICE WITHOUT  DAMAGE TO THE BUILDING OR FINISHED MATERIALS.  CLEANOUT PLUGS SHALL BE  INSTALLED IN ACCORDANCE WITH PLUMBING CODE REQUIREMENTS.  PROVIDE CLEANOUTS  IN HORIZONTAL PIPING NOT MORE THAN 100 FEET APART, AT THE BASE OF ALL SOIL  AND WASTE STACKS, AND FOR EVERY FOUR 45° CHANGES LOCATED IN SERIES (A LONG  SWEEP IS EQUIVALENT TO TWO 45° BENDS).
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