When are Building Inspections required?
Footing Inspection:

Performed after the trenches have been excavated and any forms or reinforcement required are in place prior to pouring concrete.

Under-slab Inspection:

Performed after any plumbing, mechanical or electrical components that are located under the slab are installed.

Slab Inspection:

Performed when all electrical, mechanical and plumbing elements under the slab have been inspected and approved and the soil treatment, moisture barrier and any required reinforcement is in place prior to pouring concrete.

Foundation Strapping:

For crawl space construction this is performed when the foundation walls are up, the girders and bands are in place and the strapping is attached, prior to installing floor decking.  Any drainage system to be installed in the crawl space is to be in at this time.

Masonry Wall Tie Beams:

Masonry walls requiring vertical reinforcement or reinforced bond beans/lintels are to be inspected when reinforcement is in place and prior to pouring concrete.

Exterior Sheathing:

Performed after the exterior wall sheathing is applied and before any energy wrap, siding or brick is installed.  This inspection can take place as separate inspection or at the same time as the framing inspection.

Framing Inspection:

Performed after the electrical, mechanical and plumbing roughs are completed, the roof and framing is completed, including all fire blocking and bracing, and the windows and doors installed.  In commercial buildings the mechanical, electrical and plumbing inspections may be performed separately depending on the size of the project.
Insulation Inspection:

Performed after the framing has passed inspection and after all walls and floors required to be insulated are completed.  Any ceiling areas that are not to have blown insulation are to be completed at this time.

Temporary Power:

Saw Pole 

3 circuits which include GFIC, lights and heat or cool circuit only
All others circuit not made up in breaker panel

Permanent Power: (meter set)

For residential installations this inspection is performed when all circuits have been completed, receptacles and covers installed, ceiling outlets wire nutted and covered and the electric panel completed with all circuit breakers installed (an exception may be considered for receptacle installed in areas to be tiled or with special order counters or cabinets).

